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Chapter  1 


Preface 


^  This  catalogue  describes  those  features  of  the  Ada  language  that  are  allowed  to  va^  among 
different  implementations.  It  is  derived  from  work  done  by  the  Ada  RunTime  Environment 
Working  Group  (  ARTEWG  ),  sponsored  by  ACM  SIGAda,  which  produced  the  previous 
Catalogue  of  Ada  Runtime  Implementation  Dependencies  dated  December,  19o7.  This 
previous  version  was  based  on  analysis  of  the  Ada  Reference  Manual  (RM)  and  other 
associated  documents,  such  as  the  Ada  Compiler  Validation  Capability  (ACVC) 
Implementors’  Guide,  and  was  structured  following  the  same  format  as  the  RM.  The 
current  version  has  been  restructured  along  functional  similarities  (issues)  Qf_^ 
implementation  features.  New  features  have  been  added  and  approved  Ada  Issues^Tia^ 
been  analyzed  and  are  reflected  in  the  catalogue  where  appropriate.  The  document  has 
been  cross-indexed  to  the  RM  and  a  document  index  added  to  make  it  more  usable  and 
complete.  In  addition,  some  small  errors  have  been  found  and  corrected. 


—  The  purposeTdf  the  document  is  to  clearly  identify  those  areas  of  the  language 
implementation  dependent  and  therefore  are  most  likely  to  cause  difficulties  and 
transportability  of  programs. 
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that  are 
limit  the 


*Ada  Issues*  (AI)  are  identified  for  each  question  that  arises  about  the  interpretation  of  the 
standard.  Each  AI  is  assigned  a  unique  number  and  all  questions  pertaining  to  that  issue  are 
addressed  and  catalogued  with  that  Ada  Issue  by  the  language  maintenance  effort 
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Chapter  2 


Rationale 


The  /^da  programming  language  was  designed  to  support  a  wide  variety  of  applications  as 
well  as  a  wide  variety  of  computing  systems.  In  an  attempt  to  provide  maximum  language 
jortability  while  still  retaining  requisite  performance  in  that  diverse  environment,  the  Ada 
anguage  definition  had  to  walk  the  fine  line  between  specifying  everything  completely  and 
jeing  flexible  enough  to  permit  efficient  implementation  on  those  diverse  computers.  That 
definition  (ANSI/MIL-STTD-1815A)  provides  considerable  flexibility  in  the  implementation 
of  features  which  can  impact  the  runtime  performance  of  an  Ada  application. 

For  example,  the  implementer  is  free  to  choose  the  mechanism  of  parameter  passing  for 
composite  types.  This  choice,  and  all  the  other  choices  the  implementer  makes,  may  have 
both  positive  and  negative  effects  on  an  application  program,  especially  in  terms  of  its 
performance  and  its  transportability.  If  the  application  has  stringent  requirements  for 
either  performance  or  transportability,  then  knowledge  about  the  choices  made  in  the 
various  implementations  will  oe  useful. 

Even  though  a  close  examination  of  the  RM  would  uncover  some  of  those  areas,  many  of 
the  features  are  subtle  and  require  extensive  review  to  identify.  This  catalogue  is  an 
attempt  to  itemize  those  "implementation  dependencies"  of  Ada  and  describe  their  impact 
on  the  transportability  and  performance  of  Ada  applications. 

Thus,  the  main  goal  of  this  catalo^e  is  to  be  the  one  place  where  all  the  areas  of  the  RM 
which  permit  implementation  flexibilities  can  be  found.  The  RM  explicitly  calls  these  areas 
"implementation  dependencies",  hence  the  title  of  this  catalogue. 

There  are  several  benefits  that  cataloguing  these  implementation  dependencies  provides. 
First,  it  serves  as  a  guideline  for  analyzing  Ada  implementation  technology.  For  each  of 
these  dependencies,  Ada  compilers  can  be  examined  to  determine  how  the  dependency  is 
handled.  Each  application  can  then  determine  which  implementation  is  best  suited  to  the 
application. 

Another  benefit  of  the  catalo^e  is  that  it  provides  a  list  of  concerns  for  those  who  are 
procuring  an  Ada  compiler.  The  Ada  compiler  buyer  can  examine  the  list  to  find  the 
dependencies  that  are  significant  to  their  application.  Those  dependencies  can  then  be 
among  the  criteria  which  the  buyer  can  use  in  selecting  an  Ada  compiler. 

In  analyzing  the  Ada  language,  all  dependencies  that  were  discovered  were  enumerated. 
Relying  on  knowledge  about  the  implementation  of  some  of  these  dependencies  may  be 
considered  to  be  erroneous  programming. 
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It  should  be  noted  that  this  cat^ogue  is  an  evolutionary  document.  As  official 
interpretations  of  the  Ada  language  continue  to  be  resolved,  these  often  affect  the  flexibility 
which  is  allowed  Ada  implementers  and  must  be  reflected  in  the  catalogue. 
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Chapter  3 


Reader’s  Guide 


To  more  accurately  describe  the  relationship  between  implementation  dependencies,  this 
catalogue  groups  those  dependencies  that  are  logically  related  into  each  chapter.  Each 
implementation  dependent  is  further  identified  as  to  a  particular  RM  chapter,  section, 
subsection,  and  paragraph.  To  facilitate  relating  issues  to  the  RM,  each  issue  has  been 
assigned  a  unique  reference  number  with  the  following  form: 

<  chapter  > .  <  section  >  [.  <  section  >  ](  <  paragraph  > ).  <  sequence  > 

Where  "<  chapter  >"  identifies  the  appropriate  chapter  of  the  RM, 
"<  section  >t.<  section  >]"  identifies  the  relevant  section  (and  subsection)  of  that  chapter, 
■'(<  paragraph  >)"  identifies  the  paragraph  number  (shown  in  the  margin  of  the  RM),  and 
".<  sequence  > "  is  a  unique  number  assigned  to  identify  multiple  issues  in  the  same 
paragraph. 

In  this  catalogue,  Ada  runtime  implementation  dependency  issues  are  shown  using  the 
following  format: 


Topic: 

Question: 

Reference: 

Index  Terms: 

Rationale: 

Example: 

Each  issue  is  identified  by  a  brief  topic  line.  The  issue  is  then  posed  as  a  specific  question. 
By  identifying  the  answer  to  each  question  for  a  particular  Ada  implementation,  an  Ada 
application  developer  can  gain  a  clearer  understand!^  of  the  impact  of  those  dependencies 
on  the  development  of  the  particular  application.  Tne  Reference  line  specifies  the  RM 
para^aph  (as  described  earlier)  followed  by  either  "Explicit"  or  "Implicit".  This  indicates 
whetner  the  listed  issue  is  taken  from  an  implementation  dependency  explicitly  called  out  in 
the  given  paragraph  of  the  RM,  or  whether  it  was  inferred  from  the  statements  in  that 
paragraph.  The  issue  is  related  to  general  categories  by  entries  in  the  "Index  Terms"  field, 
^e  index  terms  are  followed  by  a  short  rationale  describing  why  that  issue  is  an  Ada 
implementation  dependency.  Last,  an  Ada  example  is  presented  which  further  elucidates 
the  implementation  dependency. 
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Chapter  4 


Performance  Issues 

TOPIC:  ELABORATION  CHECKS  (ELIMINATION  OF) 

Question:  Does  the  implementation  eliminate  any  runtime  elaboration  checks? 

Reference:  RM  3.9(4).  1  -  Implicit 

Index  Terms:  Elaboration,  Runtime  Checks,  Optimization  (Time) 

Rationale: 

Elimination  of  elaboration  checks  at  runtime  may  improve  performance  of  an  executing 
program. 

Example: 


package  A  is 
procedure  ABC; 
end  A; 

package  body  A  is 

Procedure  ABC  is 
egin 
null; 

end  ABC; 
end  A; 

with  A; 

Erocedure  ABC_CALL  is 
egin 
A.ABC; 

end  ABC_CALL; 

The  elaboration  rules  guarantee  a  correct  elaboration  order  for  the  above  example. 
Therefore,  a  compiler  could  eliminate  the  elaboration  check  for  the  call  A.ABC. 
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Topic: 
Question: 
Reference: 
Index  Terms: 
Rationale: 


STORAGE  RECLAMATION  (TIME  OF) 
When  is  the  storage  reclamation  performed? 
RM  4.8(7).l  -  Explicit 
Optimization  (Time),  Storage  Management 


An  implementation  may  (but  need  not)  reclaim  the  storage  occupied  by  an  object  created 
by  an  allocator,  once  this  object  has  become  inaccessible.  This  form  of  reclamation  or 
garbage  collection  affects  the  speed  and  data  storage  of  the  executable  program. 

Example: 

An  implementation  may  use  one  of  many  garbage  collection  schemes  to  reclaim  objects 
created  by  allocators  which  are  no  longer  accessible.  A  garbage  collection  scheme  usually 
works  by  periodically  searching  over  all  such  objects  to  ^d  the  ones  that  are  inaccessible. 
In  addition  to  this  overhead,  these  schemes  require  some  ongoing  bookkeeping  to  maintain 
the  accessibility  of  objects  created  by  allocators.  This  is  a  classic  case  of  time  versus  space 
performance  tradeoff. 

The  timing  of  the  reclamation  may  be  critical  to  the  performance  of  the  application.  If  the 
reclamation  is  performed  too  often,  it  may  affect  the  timing;  while  if  the  reclamation  is 
performed  too  seldom,  the  application  runs  the  risk  of  running  out  of  storage.  Finally, 
bein^  largely  nomdeterministic,  the  reclamation  may  occur  during  a  critical  portion  of  the 
application,  affecting  the  timing  of  the  application. 
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Topic:  EXCEPTIONS  DURING  STORAGE  ALLOCATION 

Question:  When  is  the  storage  reclamation  performed? 

Reference:  RM  4.8(13).!  and  4.8(5)  -  Implicit 

Index  Terms:  Optimization  (Time),  Storage  Management 
Rationale: 

Ai-00397  states: 

"When  evaluating  an  allocator,  a  check  is  made  that  the  designated  object  belongs  to  the 
allocator’s  designated  subtype.  CONSTRAINT_ERROR  is  raised  if  this  check  fails.  This 
check  can  be  made  any  time  before  evaluation  of  the  allocator  is  conmlete.  In  particular,  it 
is  not  defined  whether  this  check  is  performed  before  creation  of  a  designated  object, 
evaluation  of  any  default  initialization  expressions,  or  evaluation  of  any  expressions 
contained  in  the  allocator," 

Depending  on  when  the  CONSTRAINT_ERROR  is  raised,  a  program  may  allocate  more 
storage  with  one  implementation  than  another,  or  execute  adaitional  functions  within  the 
initialization  expressions. 

Example: 


type  REC  (D  :  INTEGER  ;  =.FUNCJ);  E :  INTEGER  :  *  FUNC_E)  is 
record 

C  :  INTEGER  :=  FUNC_C; 
end  record; 

type  AC_REC-3  is  access  REC(3, 3); 

VARl :  AC_REC_3  :  =  new  REC(4, 3);  -  is  FUNC_C  called? 

VAR2 :  AC_REC-3  :=  new  REC(IDENT_INT(4), 

FUNC);  -  is  FUNC  be  caUed? 

VAR3  :  AC_REC«3  :  =  new  REC;  -  is  FUNC_C  called? 

subtype  INT_10  is  INTEGER  range  1..10; 
type  AC_INT_10  is  access  INT_10; 

VAR4  ;  AC_INT_10 :  =  new  INTEGER’(ll);  --  is  storage  allocated? 
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TOPIC:  NULL  STATEMENT  (CODE  GENERATED  FOR) 

Question:  What  code,  if  any,  is  generated  for  a  null  statement? 

Reference:  RM  5.1(5).!  -  Implidt 

Index  Terms:  Optimization  (Time  and  Space) 

Rationale: 

The  RM  states  that  a  null  statement  has  no  other  effect  than  to  pass  to  the  next  action.  It  is 
possible  that  some  programming  styles  may  generate  a  large  number  of  null  statements, 
with  the  assumption  that  no  runtime  pen£ty  is  imposed.  This  may  not  be  a  valid 
assumption  for  some  compilers. 

Example: 


Given: 

¥ 

if  <  condition  >  then 
null; 
else 

<  sequence.ofjstatements  > 
end  if; 

The  compiler  could  generate  a  branch  instruction  as  part  of  the  null  statement,  or  the  if 
statement  could  be  restructured  as: 


if  not  <  condition  >  then 
<  sequence.ofjstatements  > 
end  if; 

Also,  the  code  generated  for: 


^  *  s  4* 

<  <TARGET>  >  null; 

B:=  5; 


may  not  be  the  same  as  for: 


A  :  =  4; 

<<TARGET>>  B:  =  5; 
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TOPIC:  CASE  STATEMENT  IMPLEMENTATION 

Question:  If  the  compiler  chooses  between  a  jump  table  and  a  series  of  comparisons 

with  branches  to  implement  the  case  statement,  what  criteria  does  the 
compiler  use  to  make  the  selection  and  what  user  control  is  supplied  over 
the  selection? 

Reference:  RM  5.4(l).l  -  Implicit 

Index  Terms:  Optimization  (Time  and  Space) 

Rationale: 


The  optimal  choice  may  not  always  be  determinable  by  the  compiler.  Applications  which 
are  limited  in  the  amount  of  space  available  to  store  Jump  tables,  but  which  have  sufficient 
instruction  space,  may  want  to  force  the  compiler  to  never  use  jump  tables. 

Example: 

The  above  rationale  points  out  a  situation  where  the  jump  tables  must  be  stored  in  data 
memory,  which  is  separate  from  the  instruction  space.  A  more  typical  problem  is  selecting 
the  break-off  point  mom  one  method  to  the  other  when  the  case  alternatives  span  a  range 
that  is  large.  For  example; 

SELECTOR :  INTEGER; 

case  SELECTOR  is 
when  1  =  >  ... 

-  50  cases  here 

when  750  =  >  ... 
when  others  =  >  ... 
end  case; 
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Case  Statement  Implementation  (Continued) 

Additional  alternatives  include  a  test/branch  algorithm,  a  very  large  sparse  branch  table,  or 
a  hashing  algorithm.  Since  memory  space  is  not  the  only  factor,  trying  to  make  a  tradeoff 
on  time  versus  space  might  be  difficult  for  a  compiler  to  do,  even  with  pragma  OPTIMIZE. 
Since  the  Ada  language  supports  an  elsif  construct  with  which  one  could  force  the  compiler 
to  do  a  comparison/branch  for  each  alternative,  it  might  be  reasonable  for  an 
implementation  to  ALWAYS  use  a  jump  table  for  the  case  statement  regardless  of  the  size 
of  the  table.  Normally,  even  when  a  jump  table  is  used,  the  lower  and  upper  bounds  of  the 
case  alternatives  would  restrict  the  size  of  the  table  to  what  will  fit  in  memory,  but  it  is  very 
likely  that  a  situation  such  as: 


SELECTOR :  LONG_INTEGER; 

case  SELECTOR  is 
when  INl'EGER’FIRST  =  >  ... 


when  INTEGER’LAST  =  >  ... 
when  others  =  >  ... 
end  case; 

will  cause  a  compiler  diagnostic  indicating  a  capacity  problem  for  the  target  computer. 


-11- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Performance  Issues 


TOPIC:  ELABORATION  OF  BLOCK  STATEMENTS 

Question:  What  runtime  overhead  is  associated  with  the  elaboration  of  a  block 

statement? 

Reference:  RM  5.6(4).l  -  Implicit 

Index  Terms:  Elaboration,  Optimization  (Time) 

Rationale: 

Machines  that  use  based  addressing  modes  may  require  reallocation  of  base  registers  for 
accessing  variables  declared  within  the  block.  Furthermore,  some  implementations  might 
have  additional  overhead  to  support  exceptions  raised  within  the  block. 

Example: 


procedure  BLOCK-TEST  is 
T:  INTEGER  :=  0; 
berin 

NESTED-BLOCK: 
declare 

X :  INTEGER; 
begin 
X:=T; 


local  variable  declared 


exception  --  special  exception  handler 

when  CONSTRAINT-ERROR  =  > 


null; 

end  NESTED-BLOCK; 
end  BLOCK-TEST; 


Use  of  a  local  block  limits  the  scope  of  operations,  and  therefore  can  improve  maintenance 
of  a  pro^am.  However,  if  the  overhead  associated  with  the  block  construct  is  excessive,  it 
may  not  be  suitable  for  all  real-time  applications. 
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TOPIC:  STORAGE  ALLOCATION  FOR  OBJECTS  (STATIC) 

Question:  If  a  procedure  is  not  called  reentrantly,  can  local  objects  be  allocated 

statically? 

Section:  RM  6.1(10).!  -  Implicit 

Index  Terms:  Optimization  (Time),  Static  Allocation 

Rationale: 

The  RM  states  that  all  subprograms  can  be  called  recursively  and  are  reentrant.  This 
question  deals  only  with  those  cases  in  which  sufficient  information  is  available  to  the 
compiler  to  ensure  that  there  is  no  requirement  for  more  than  one  copy  of  local  objects.  In 
these  instances,  static  allocation  of  lo(^  objects  is  possible,  and  static  allocation  may  incur 
less  runtime  overhead  than  dynamic  allocation. 

If  the  amount  of  static  memory  available  to  an  application  is  limited,  dynamic  allocation 
may  be  preferable  to  static  aUocatioiL  Therefore,  the  user  could  desire  the  capability  to 
choose  whether  static  or  dynamic  allocation  is  used  for  local  objects. 

Example: 

Assuming  that  it  is  known  that  the  following  function  is  not  called  reentrantly,  the  variable 
SUM  may  be  allocated  statically  in  the  following  instance: 

function  DOTJPRODUCT  (LEFT,  RIGHT :  VECTOR)  return  REAL  is 
SUM:  REAL:  =0.0; 
begin  • 

eiid  DOT_PRODUCr; 
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TOPIC:  PARAMETER  PASSING  MECHANISM 

Question:  For  composite  types  passed  as  parameters,  when  is  copy-in/copy-back  used 

instead  of  "call  by  reference"? 

Reference:  RM  6.2(7).  1  -  Explicit 

Index  Terms:  Optimization  (Time  and  Space),  Subprogram  Parameters 
Rationale: 

The  choice  of  the  parameter  passing  mechanism  may  have  a  significant  effect  upon  program 
performance.  Using  copy  or  reference  to  pass  composite  types  may  cause  an  application  to 
incur  an  unacceptably  large  penalty  in  either  execution  time  or  storage  usage. 

Example: 

In  the  following  code  fragment,  passing  the  array  parameter  by  cotw  may  result  in  excessive 
runtime  overhead.  Furthermore,  it  may  precipitate  the  exception  STORAGEJERROR. 

CALL.COUNT :  NATURAL  :=  0; 

^e  GLOBAL-ARRAY.TYPE  is  array  (1..100_000)  of  INTEGER; 
GLOBAI^^RAY :  GLOBAL_ARRAY_TYPE; 


procedure  RECURSE_ARRAY  (AN^RAY :  out  GLOBAJL_ARRAY_TYPE)  is 
LOWER, 

UPPER :  POSITIVE; 
bemn 

-  Recursively  initialize  the  first  100,000  elements 

-  of  an  array,  100  elements  at  a  time. 

if  CALL.COUNT  <  100  then 
CALL-COUNT  :=  CALL-COUNT  +  1; 

LOWER  :=  (CALL-COUNT- 1)  •  100; 

UPPER  :=  LOWER  +  99; 

AN_ARRAY  (LOWER..UPPER)  :  = 

(LOWER..UPPER  =  >  CALL-COUNT); 

RECURSE-ARRAY  (GLOBAL-ARRAY); 
end  if; 

end  RECURSE-ARRAY; 


RECURSE-ARRAY  (GLOBAL.ARRAY); 
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TOPIC;  PARAMETER  PASSING  CONVENTIONS 

Question:  What  storage  mechanisms  are  used  to  pass  parameters:  registers,  the  stack, 

a  special  area  reserved  for  parameters,  or  in  some  other  storage 
mecnanism? 


Reference:  RM  6.2(7).2  -  Implicit 

Index  Terms:  Optimization  (Time  and  Space),  Subpropam  Parameters 
Rationale: 


The  conventions  for  passing  parameters  may  affect  the  execution  efficiency  of  a  program 
and,  therefore,  should  be  known  in  addition  to  the  parameter  passing  mechanism. 

Example: 

An  implementation  may  choose  to  pass  parameters  using  the  calling  stack,  registers,  or 
some  other  means.  The  choice  may  depend  upon  the  type  and  size  of  the  parameter. 
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TOPIC:  PRAGMA  INLINE 


Question:  Under  what  circumstances  are  subprograms  expanded  inline  when  pragma 

INLINE  is  specified? 

Reference:  RM  63.2(4).  1  -  Explidt 

Index  Terms:  Optimization  (Time  and  Space),  Subprogram  Invocation 
Rationale: 


The  use  of  pragma  INLINE  recommends  that  the  specified  subprogram  be  expanded  inline 
whenever  it  is  called.  The  RM,  though,  specifically  allows  each  compiler  implementation 
an  arbitrary  decision  as  to  whether  a  subprogram  will  actually  be  expanded  inline.  Thus, 
the  rules  that  govern  where  pragma  INLINE  will  be  honored  are  important  to  application 
developers. 

This  is  further  complicated  by  AI-002(X)  which  states  that; 

"If  inline  inclusion  of  a  subprogram  call  is  achieved  due  to  pragma  INLINE,  an 
implementation  is  allowed  to  create  a  dependence  of  the  calling  unit  on  the  subprogram 
body;  when  such  a  dependence  exists,  the  unit  containing  the  call  is  obsolete  if  the 
subprogram  body  is  obsolete.  Such  dependences  can  be  created  even  when  the  subprogram 
is  created  as  a  result  of  a  generic  instantiation." 

Example: 


procedure  USEJNUNE  is 

function  INNER_FLOAT  return  FLOAT; 

function  INNERJN  I'EGER  return  INTEGER  is  separate; 

pragma  INLINE  (INNER_FLOAT,  INNER_INTEGER); 

function  INNER_FLOAT  return  FLOAT  is 
LOCAL :  FLOAT; 
begin 

return  LOCAL  -  FLOAT  (INNERJNTEGER)); 
end  INNER_FLOAT; 

begin 

"if  INNER_FLOAT  =  FLOAT  (INNERJNTEGER)  then 
end  USEJNLINE; 

An  implementation  majf  choose  to  "inline"  only  the  function  INNER_FLOAT  that  is 
completely  declared  within  the  compilation  unit. 
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TOPIC:  EXCEPTION  RAISEOVERHEAD 

Question:  What  is  the  overhead  associated  with  the  execution  of  a  raise  statement? 

Reference:  RM  1 1.3(3).  1  -  Implicit 

Index  Terms:  Optimization  (Time),  Exceptions,  Subprogram  Parameters 
Rationale: 

The  overhead  associated  with  raising  an  exception  might  influence  an  implementation 
choice  between  using  the  raise  or  returning  a  status  as  a  parameter. 

Example: 

A  user  might  design  a  package  to  do  matrix  manipulations.  Included  in  this  package  could 
be  a  subprogram  that  finds  the  inverse  of  a  matrix.  If  raising  an  exception  is  a  very  high 
overhead  operation,  one  might  define  the  subprogram  as  follows: 

procedure  INVERSE  (IN_MATRIX :  in  MATRIX; 

OUT3IATRIX :  out  MATRIX; 

MATRIX_IS_SINGIJLAR :  out  BOOLEAN); 

But  if  raising  an  exception  is  not  a  high  overhead  operation,  a  better  interface  might  be: 

IS_SINGULAR :  exception; 

function  INVERSE  (IN_MATRIX :  in  MATRIX)  return  MATRIX; 
where  the  function  would  raise  the  exception  IS_SINGULAR  if  the  matrix  was  singular. 
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TOPIC;  EXCEPTION  HANDLER  OVERHEAD 

Question:  What  is  the  overhead  associated  with  selecting  a  handler  when  an  exception 

is  raised? 

Reference:  RM  1 1.4(  1).  1  -  Implicit 

Index  Types;  Optimization  (Time),  Exceptions 
Rationale: 

The  overhead  associated  with  selecting  an  exception  handler  when  an  exception  is  raised 
might  influence  implementation  choices  of  Aoa  implementations  that  are  used  for  an 
application. 

Example: 

Two  techniques  have  been  identified  for  locating  and  selecting  an  appropriate  exception 
handler:  dynamic  tracking  and  static  mapping.  Static  mapping  requires  a  search  to  locate 
the  appropriate  set  of  handlers  for  selection,  while  dynamic  tracking  does  not.  But,  dynamic 
tracking  requires  a  stack  of  exception  handlers  to  be  maintained  at  runtime,  while  static 
mapping  does  not.  The  choice  of  techniques  in  Ada  implementations  may  influence  the 
performance  of  an  application. 
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TOPIC:  ERROR  DETECTION,  EFFICIENCY 

Question:  Could  use  of  the  optimizer  cause  exceptions  that  otherwise  might  not 

occur? 


Reference:  RM  11.6(5).l  -  Explicit 

Index  Terms:  Optimization  (Time),  Runtime  Checking 

Rationale: 


Through  code  motion  and  reordering  of  expression  evaluation  an  exception  that  would 
otherwise  not  occur  might  be  raised.  During  debugging  the  code  might  be  tested  without 
the  optimizations  turned  on,  and  then  after  me  code  was  thoroughly  tested  the  code  would 
be  recompiled  with  full  optimizations.  The  user  would  not  want  new  exceptions  introduced 
at  this  point  without  some  warning  that  this  might  occur. 


Example: 

Given  'that  X,  Y  and  Z  are  floating  point  variables,  consider  the  following  example: 

X  :=  FLOA'TSAFE.LARGE; 

Y  :=  FLOATSAFEXARGE; 

Z:=X/2.0  + Y/2.0; 

If  the  optimizer  were  to  rearrange  the  expression  to  be  (X  +  Y)/2.0,  the  addition  could  result 
in  an  overflow  that  would  not  otherwise  occur. 
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TOPIC:  PRAGMA  SUPPRESS 

Question:  For  each  check  that  can  be  suppressed,  is  there  an  overhead  associated  with 

suppressing  the  check? 

Reference:  RM  11.7(18).2  -  Implicit 

Index  Terms:  Optimizations  (Time),  Exceptions,  Runtime  Checking 
Rationale: 

When  exceptions  are  suppressed,  the  user  may  not  want  extra  code  added  to  explicitly 
ignore  exceptions.  Furthermore,  if  the  exception  is  handled  through  hardware,  it  may  not 
be  possible  to  fully  suppress  the  exception. 

Example: 

Consider  a  machine  that  has  an  unmaskable  interrupt  associated  with  fixed  point  overflow. 
An  Ada  iipplementation  for  this  machine  might  associate  an  interrupt  routine  for  the 
overflow  intemmt  that  raised  NUMERICJERROR  (SEE  AI-00387).  In  order  to  suppress 
OVERFLOW_CHECK  on  a  particular  object,  the  implementation  might  generate  an  inline 
exception  handler  for  all  arithmetic  operations  on  that  object  that  could  cause  overflow. 

TOPIC:  PRAGMA  SUPPRESS 

Question:  Under  what  circumstances  is  the  SUPPRESS  pragma  ignored? 

Reference:  RM  11.7(20).l  -  Explicit 

Index  Terms:  Optimization,  Exceptions,  Runtime  Checking 

Rationale: 

If  a  program  includes  pragma  SUPPRESS,  the  user  needs  to  know  whether  or  not  the  given 
check  will  be  omitted,  since  this  can  affect  program  performance. 

Example: 

The  same  example  as  above  is  applicable  here. 
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TOPIC;  MACHINE  CODE  INSERTS 

Question:  Is  the  package  MACHINE_CODE  supported  and  how  are  the  machine 

features  supported? 

Reference:  RM  13.8(4-6).!  -  Explicit 

Index  Terms:  Optimization  (Time) 

Rationale: 

This  package  is  one  way  for  expressing  machine  level  operations  that  are  not  otherwise 
expressible  in  Ada  language;  tne  other  way  is  an  interface  to  an  assembly  language 
subprogram. 

Example: 

Example  machine  level  operations  are  those  which  change  the  machine  state,  such  as 
disabling  interrupts  or  manipulating  machine  registers.  An  implementation  may  require  the 
pragma  INLINE  for  any  machine  code  subprogram  or  may  exclude  parameter  passing. 


TOPIC:  TEMPORARY  FILE  STATUS 

Question:  What  is  the  status  of  temporary  files  after  completion  of  a  main  program? 

Reference:  RM  14.2.1(3).2  -  Implicit 

Index  Terms:  Optimization  (Space),  Input-Output 

Rationale: 

The  status  of  temporary  files  following  the  completion  of  the  main  program  may  potentially 
affect  subsequent  program  execution  due  to  the  unavailabili^  ot  file  storage.  The  RM 
states  that  temporary  files  are  not  accessible  following  completion  of  the  main  program  but 
does  not  require  the  deletion  of  the  associated  extemm  files  (RM  14.1(7)). 

Example: 

A  program  that  makes  excessive  use  of  temporary  files  without  explicitly  deleting  them 
prior  to  completion  may  disrupt  execution  or  a  subsequent  program  unless  the 
implementation  ceases  the  existence  of  the  external  files  upon  program  completion. 
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TOPIC;  PRAGMA  INLINE 

Question:  Under  what  circumstances  are  subprograms,  with  pragma  INLINE,  not 

e^^anded  inline?  Conversely,  under  what  circumstances  are  subprograms, 
without  pragma  INLINE,  expanded  inline? 

Reference:  RM  Annex  B(4).l  -  Explicit 

Index  Terms:  Optimization  (Time) 

Rationale: 

The  RM  does  not  require  that  an  implementation  must  expand  the  subprogram  call  inline. 
An  implementation  is  free  to  follow  or  ignore  the  recommendation  of  the  pragma.  In  fact 
the  absence  of  the  pragma  does  not  ensure  against  inline  expansion. 

Example: 

An  implementation  may  limit  the  ability  to  expand  a  subprogram  inline  to  those 
subpro^ams  whose  bodies  are  not  separate  from  their  specifications. 


TOPIC;  PRAGMA  SUPPRESS 

Question:  What  exactly  is  the  effect  of  the  pragma  SUPPRESS? 

.  Reference:  RM  Annex  B(14).l  -  Explicit 

Index  Terms:  Optimization  (Time),  Runtime  Checking 
Rationale: 

The  presence  of  a  SUPPRESS  pragma  gives  permission  to  an  implementation  to  omit 
certain  runtime  checks.  The  pragma  does  not  issue  an  order  to  suppress  the  checks; 
therefore  an  implementation  can  choose  not  to  suppress  the  checks. 

Example: 

An  implementation  may  choose  not  to  suppress  some  checks  despite  the  presence  of  the 
pragma  when  the  checks  are  implemented  by  the  underlying  hardware.  It  would  either  be 
impossible  to  suppress  or  extremely  inefficient  to  do  so. 
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Chapter  5 


Storage  Issues 

TOPIC:  REPRESENTATION  OF  A  LITERAL 


Question: 
Reference: 
Index  Terms: 
Rationale: 


How  are  literals  represented  in  the  executable  program? 
RM  4.2(1).  1  -  Implicit 

Optimization  (Time  and  Space),  Static  Allocation 


Literal  v'>lues  may  be  represented  in  the  executable  program  as  storage  data  or  as  part  of 
the  actual  machine  instructions  in  the  data  field  of  an  immediate  machine  instruction. 
Additionally,  redundant  occurrences  of  the  same  literal  in  the  same  or  different  scope  may 
be  represented  by  the  same  bit  string  value  in  storage.  The  choice  made  will  affect  the  size 
of  code  and  data  storage  of  the  program. 

Example: 

Some  literal  values,  especially  small  ones  such  as  integers,  boolean,  and  characters,  may  be 
represented  as  a  value  in  the  data  field  within  an  immediate  instruction  of  the  target 
computer.  Example  instructions  may  be  "store  immediate"  or  "add  immediate".  An 
implementation  may,  for  efficiency  reasons,  choose  to  represent  these  values  directly  in  the 
data  field  of  these  immediate  instructions.  Thus  the  integer  expression: 

...  A  +  2 ... 


may  be  encoded  in  the  following  machine  instruction  sequence: 

LOAD  A 

ADD  1220  -  where  1220  is  the  storage  location 
~  containing  the  integer  value  2 

or  it  may  be  encoded  in  the  following  alternative  instruction  sequence: 

LOAD  A 

ADDI 2  --  that  is,  "add  inunediate"  the  small  integer  value  2. 
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TOPIC:  AGGREGATES  (REPRESENTATION  OF) 


Question: 
Reference: 
Index  Terms: 
Rationale: 


How  are  aggregates  represented  in  the  executable  program? 
RM  4.3(1).  1  -  Implicit 
Optimization  (Space) 


Aggregate  values  may  be  represented  in  the  executable  program  as  contiguous  storage  data 
or  they  may  encoded  within  a  sequence  of  statements.  The  choice  made  will  affect  the  size 
of  the  code  and  data  storage  of  the  program. 

Example: 

Aggregates  may  be  represented  as  a  contiguous  block  of  storage  data.  This  is  true  when  all 
the  values  of  the  aggregate’s  components  are  known  at  compile  time.  Thus  the  aggregate: 

...(114|7  =>  15,2|315|6  =>  -5,  8..10  =  >  0) ... 

may  be  represented  in  a  block  of  ten  storage  units  containing  the  values  -5,  0,  and  15. 
Conversely,  aggregates  may  be  encoded  within  a  sequence  of  code.  This  is  necessary  for 
aggregates  with  component  values  determined  at  runtime.  The  sequence  of  code  generated 
usually  varies  with  the  use  of  the  aggregate.  An  assignment  statement  provides  an  example 
of  this  implementation  choice: 


B:  =  (1..10  =>  5, 11..100  =>  0); 


The  implementation  in  this  case  may  choose  to  generate  a  sequence  of  code  equivalent  to 
the  following  Ada  statements,  instead  of  generating  a  contiguous  block  of  storage: 

for  I  in  1..10  loop 
B(I):=5; 
end  loop; 

fori  in  11..100 loop 
B(I):=0; 
end  loop; 

I 

Other  elements  that  affect  the  choice  made  by  the  implementation  are  the  availability  of 
space,  the  availability  of  high  level  machine  instructions,  such  as  block  moves  and  compares, 
and  the  percentage  of  unique  values  in  the  aggregate. 
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TOPIC;  LIBRARY  UNIT  (UN^FERENCED  ELEMENTS  OF) 


Question:  Are  unneeded  elements  of  a  package  body  included  in  the  executable 

program? 

Reference:  RM  10.4(1).!  -  Implicit 

Index  Terms:  Optimization  (Space) 

Rationale: 


Including  unneeded  library  units  or  runtime  routines  in  an  executable  program  results  in 
unneeded  storage  space  being  used.  This  affects  the  storage  requirements  of  application 
programs. 

Example: 

If  all  subprograms  in  a  package  body  are  linked  into  a  program  instead  of  just  those  needed, 
storage  space  is  consumed  that  is  not  necessary.  For  example,  suppose  a  subprogram  does 
no  input  or  oumut,  but  uses  the  INTEGER_IO.PUT  procedure  to  do  integer-to-character 
conversion.  Will  all  the  rest  of  TEXTJO  be  included  m  the  executable  program? 


with  TEXTJO;  use  TEXT_IO; 
procedure  NO_OUTPUT  is 

package  INT_IO  is  new  INTEGERJO  (INTEGER);  use  INT_IO; 


begin 


PUT  (TO  =  >  A_STRING,  ITEM  =  >  ANJNTEGER); 
end  NO.OUTPUT; 


-25- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Storage  Issues 


TOPIC:  SIZE  SPECIFICATION  FOR  COMPOSITE  TYPES 

Question:  What  impact  does  the  length  clause  have  on  the  packing  algorithm  of 

composite  types? 

Reference:  RM  13.2(5).!  -  Explicit 

Index  Terms:  Representation  Clauses,  Optimization  (Space),  Storage 

Rationale: 

The  RM  specifies  that  a  size  specification  for  a  composite  type  may  affect  the  size  of  the 
gaps  between  the  storage  areas  allocated  to  consecutive  components.  An  implementation 
may  allow  the  user  to  specify  a  size  (i.e.,  length)  which  may  pack  the  components  of  that 
type. 

Example: 

Consider  aiv  array  type  A  with  200  integer  components  where  each  component  may  have  a 
size  of  three  bits.  An  implementation  may  allow  the  length  of  A  to  be  1600  bits,  implying 
that  each  component  is  packed  one  to  a  byte;  or  A  to  be  800  bits,  implying  that  two 
components  are  packed  to  a  byte;  or  even  600  bits,  implying  no  storage  space  between 
components. 


TOPIC:  STORAGE  RESERVED  FOR  A  COLLECTION  SIZE 

Question:  What  is  considered  to  be  part  of  the  storage  reserved  for  a  collection  of  an 

access  type? 

Reference:  RM  13.2(8).  1  -  Implicit 

Index  Terms:  Storage,  Representation  Clause 
Rationale: 

Contents  of  the  storage  reserved  for  a  collection  of  an  access  type  is  implementation 
dependent.  The  control  afforded  by  the  length  clause  is  relative  to  the  implementation 
conventions.  To  accurately  predict  the  storage  requirements  for  a  collection,  the  user  must 
know  the  manner  of  allocation  used  for  access  collections. 

Example: 

The  allocation  scheme  used  by  an  implementation  may  use  internal  tables  and  links  which 
are  allocated  from  the  storage  space  ror  the  access  collection.  The  formulas  for  calculating 
these  must  be  known  for  accurate  prediction  of  collection  sizes. 
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TOPIC:  STORAGE  RESERVED  FOR  A  TASK  ACTIVATION 

Question:  What  is  considered  to  be  part  of  the  storage  reserved  for  the  activation  of  a 

task? 

Reference:  RM  13.2(10).!  -  Implicit 

Index  Terms:  Tasking,  Storage,  Representation  Clauses 

Rationale: 

The  contents  of  the  storage  reserved  for  an  activation  of  a  task  is  implementation 
dependent.  The  control  afforded  by  the  length  clause  is  relative  to  the  implementation 
conventions.  To  accurately  predict  the  storage  requirements  for  an  activation  of  a  task,  the 
user  must  know  the  manner  of  allocation  used  for  task  activations. 

Example: 

The  task  management  scheme  of  an  implementation  uses  internal  tables  and  links 
(sometimes  called  task  control  blocks)  whicn  may  be  included  in  the  storage  space  for  the 
activation  of  a  task.  The  formulas  for  calculating  these  must  be  known  tor  accurate 
prediction  of  task  activation  sizes. 


TOPIC:  EXPRESSIONS  IN  ENUMERATION  REPRESENTATION  CLAUSES 

Question:  What  are  the  limitations  on  expressions  that  appear  in  enumeration 

representation  clauses? 

Reference:  RM  13.3(l).l  -  Implicit 

Index  Terms:  Representation  Clauses 

Rationale: 

The  RM  defines  that  the  interpretation  of  the  expressions  that  appear  in  representation 
clauses  is  implementation  dependent.  These  interpretations  are  documented  in  Appendix  F 
of  the  RM. 

Example: 

An  implementation  may  have  a  convention  that  only  allows  unsigned  integers  to  represent 
enumeration  literals. 
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TOPIC:  LIMITATIONS  ON  RECORD  ALIGNMENTS 


Question: 

Reference: 
Index  Terms: 
Rationale: 


What  are  the  restrictions  on  the  allowable  alignments  for  record 
representation  clauses? 

RM  13.4(4).!  -  Explicit 

Representation  Clauses 


The  RM  defines  that  an  implementation  is  permitted  to  place  restrictions  on  the  allowable 
alignments  for  record  representation  clauses.  These  restrictions  are  documented  in 
Appendix  F  of  the  RM. 

Example: 

Due  to  hardware  restrictions  an  implementation  may  require  that  all  record  representation 
clauses  have  an  alignment  that  places  them  on  word  boundaries. 


TOPIC:  OVERLAPPING  STORAGE  BOUNDARIES  IN  RECORD 

REPRESENTATION  CLAUSES 

Question:  Is  a  component  allowed  to  overlap  a  storage  boundary  within  record 

representation  clauses? 

Reference:  RM  13.4(5).2  -  Explicit 

Index  Terms:  Storage,  Representation  Clauses,  Optimization  (Space) 

Rationale: 

The  RM  permits  an  implementation  to  define  whether  and  how  a  component  of  a  record  is 
allowed  to  overlap  a  storage  boundary.  Permitting  a  component  to  overlap  a  storage 
boundary  will  support  tighter  packing  of  components  m  the  storage  layout  of  a  record. 

Example: 

Addressing  constraints  of  some  computer  systems  may  force  implementations  to  prohibit 
boundary  crossings. 
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TOPIC;  STORAGE  LAYOUT  FOR  RECORD  TYPES 

Question:  Where  does  an  implementation  place  a  record  component  which  has  no 

component  clause  in  a  record  representation  clause? 

Reference:  RM  13.4(6).!  -  Explicit 

Index  Terms;  Storage,  Representation  Clauses 

Rationale: 

If  no  component  clause  is  given  for  a  co^onent,  the  choice  of  the  storage  place  for  the 
component  is  left  to  the  implementation.  Ine  implementation  may  unintentionally  place  a 
component  in  a  gap  that  the  user  had  left  open  for  logical  reasons. 

Example: 

One  implementation  may  place  all  components  without  component  clauses  following  the 
placeqjent  of  the  last  user-placed  component,  while  another  implementation  may  attempt  to 
place  components  in  unused  gaps. 


TOPIC;  RUNTIME  OVERLAYS 

Question:  Does  the  implementation  provide  pragmas  for  the  specification  of  program 

overlays? 

Reference:  RM  13.5(10).  1  -  Explicit 

Index  Terms:  Storage,  Overic^ 

Rationale: 

Many  non-Ada  programs  rely  on  the  use  of  program  overlays  to  achieve  execution  when 
storage  capacity  is  limited.  Reuse  of  these  programs  by  an  Ada  program  requires  that  some 
form  of  overlay  facility  exist  in  order  to  support  execution  under  similar  storage  capacity 
limitations. 

Example: 

An  application  might  have  a  start-up  subprogram,  START_UP,  that  is  never  used  after  it  is 
executed  the  first  time.  It  makes  sense  to  allow  START_UP  to  be  overlayed  with  another 
subprogram,  FOOJBAR,  that  is  needed  later  during  the  execution  of  the  application.  An 
implementation  pragma  might  specify  this  overlay  as  follows: 

pragma  OVERLAY  (START.UP,  FOOJBAR); 
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TOPIC:  STORAGE  LAYOUT  FOR  ARRAY  TYPES 

Question:  What  is  the  order  in  which  elements  of  multidimensional  arrays  are  stored? 


Reference:  RM  13.9(6).!  -  Implicit 

Index  Terms:  Storage,  Array  Layout 
Rationale: 

The  RM  does  not  state  whether  arrays  should  be  in  row-order  or  column-order,  and  the 
difference  would  not  normally  affect  the  user.  However,  because  of  the  likely  reuse  of 
FORTRAN  subroutines,  this  could  be  important  with  the  pragma  INTERFACE.  Many 
compilers  are  used  for  non-numeric  processing  and  follow  the  Algol/Pascal  tradition  of 
treating  the  first  index  position  as  most  rapidly  varying.  FORTRAN  implementations  are 
required  by  the  language  to  make  the  last  index  vary  the  most  rapidly. 

Example: 

Consider  the  following  array  declaration: 

FLOAT_ARRAY  :  array  (1..10, 1..20)  of  FLOAT; 

The  array  requires  200  objects  of  type  FLOAT,  but  may  be  stored  as  10  rows  each  of  20 
objects,  or  as  20  columns  each  of  10  objects. 


-30- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Storage  Issues 

TOPIC:  SIZE  OF  A  DIRECT  ACCESS  FILE 

Question:  What  is  the  maximum  size  of  a  direct  access  file? 

Reference:  RM  14.2.1(3).!  -  Explicit 

Index  Terms:  Input-Output,  Storage  (File  Size) 

Rationale: 

Dependence  upon  a  specific  maximum  size  for  a  direct  access  file  for  input  and  output 
processing  may  potentially  affect  the  reusability,  and  transportability  of  a  program  unit. 

Example: 

A  program  unit  that  depends  upon  the  maximum  size  of  a  direct  access  file  equal  or  greater 
than  the  value  of  IN'ItGER’LAST  may  not  be  reusable  under  an  implementation  that 
supports  a  smaller  value.  The  following  code  fragment  illustrates  the  dependency; 

function  RANDOM  return  POSITTVE-COUNT; 

SETJNDEX  (HLE,  RANDOM); 

-  CONSTRAINT_ERROR  may  be  raised. 
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TOPIC:  PRAGMA  OPTIMIZE 

Question:  What  exactly  is  the  effert  of  the  pragma  OPTIMIZE  or  conversely,  the 

effect  of  not  using  the  pragma  at  all? 

Reference:  RM  Annex  B(8).l  -  Explicit 

Index  Terms:  Optimization  (Time  and  Space) 

Rationale: 

The  RM  is  not  specific  about  the  semantics  of  this  pragma.  It  only  says  that  TIME  or 
SPACE  will  be  the  primary  optimization  criterion.  Furthermore,  the  lack  of  this  pragma 
may  produce  still  another  criterion  for  optimization. 

Example: 

For  each  feature  of  the  language  or  combination  of  features  there  may  be  several  "best" 
transformations,  some  that  are  space  efficient  while  others  that  are  time  efficient  fhis 
could  result  in  the  unusual  situation  where  forcing  the  compiler  to  select  TIME  over 
SPACE  may  result  in  a  less  efficient  overall  program. 

Not  specifying  the  pragma  may  result  in  yet  another  transformational  strategy  which  could 
combine  some  of  both^ME  or  SPACE  efficient  optimizations. 


TOPIC:  PRAGMA  PACK 

Question:  What  is  the  effect  of  the  pragma  PACK  on  a  type  in  an  Ada  program? 

'  •  •  .  •  .  •  4 

Reference:  RM  Annex  B(9).l  -  Explicit 

Index  Terms:  Optimization  (Time  and  Storage) 

Rationale: 

The  RM  only  requires  that  this  pragma  specify  that  storage  minimization  should  be  the 
main  criterion  when  selecting  the  representation  of  a  record  or  array  type.  The  specific 
details  are  left  up  to  an  implementation. 

Example: 

Consider  a  pair  of  components  that  are  three  bits  and  six  bits  in  length  on  a  byte 
addressable  machine.  Will  the  second  component  be  allocated  at  the  fourth  bit  of  the  ffrst 
byte  or  the  first  bit  of  the  second  byte?  The  algorithm  to  implement  PACK  determines  its 
utility  on  a  large  number  of  applications. 
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Chapter  6 


Tasking  Issues 

TOPIC;  SCHEDULING  ALGORITHM  FOR  TASKING 

Question:  What  is  the  scheduling  algorithm  that  determines  the  execution  order  of 

tasks? 

Reference:  RM  9(2).  1  -  Implicit 

Index  Terms:  Tasking,  Optimization  (Time) 

Rationale: 

The  result  of  the  program  may  depend  on  the  scheduling  algorithm.  In  a  monoprocessor 
environment,  the  execution  of  parallel  tasks  can  be  interleaved.  Possible  interleaving 
algorithms  include:  preemptive  priority,  time  slice,  and  run-till-blocked. 

Example: 

Several  tasks  producing  output  may  have  different  results  depending  on  the  scheduling 
algorithm. 
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TOPIC:  MAPPING  THE  TASKING^  MODEL  ONTO  AN  EXISTING  RUNTIME 

ENVIRONMENT 

Question:  How  does  the  Ada  model  for  tasking  map  onto  the  existing  runtime 

environment  of  the  target  computer  system? 

Reference:  RM  9(2).2  -  Implicit 

Index  Terms:  Tasking 

Rationale: 

The  developer  of  an  Ada  compilation  system  must  decide  how  the  Ada  model  for  tasking 
will  be  represented  on  the  existing  runtime  environment  of  the  target  computer  system. 
The  target  computer  system,  which  may  or  may  not  have  an  executive,  has  constraints  on 
how  computer  processes  are  managed.  If  those  constraints  are  a  subset  of  the  Ada  model 
for  tasking,  the  developer  may  decide  to  use  only  the  existing  runtime  environment 
primitives  to  manage  Ada  tasks.  Otherwise,  the  developer  will  choose  to  use  a  subset  of 
those  existing  runtime  environment  primitives  that  conforms  to  the  Ada  model  for  tasking. 
The  result  df  this  decision  affects  all  aspects  of  Ada  tasking,  including  the  creation, 
activation,  scheduling,  termination,  and  abortion  of  tasks.  All  of  these  affect  the  behavior 
of  the  application. 

Example: 

2 

The  developers  of  an  Ada  compilation  wstem  whose  target  computer  system  has  a  UNIX 
executive  did  not  map  Ada  tasl«  onto  UNIX  processes,  because  the  UNIX  process  model  is 
not  a  subset  of  the  Ada  model  for  tasking.  Instead,  Ada  programs  are  mapped  onto  a  single 
UNIX  process.  As  a  result,  if  a  single  Ada  task  is  blocked  for  an  I/O  operation,  it  will 
suspend  the  execution  of  the  whole  Ada  program. 


2 

Unix  is  a  trademark  of  Bell  Laboratories 
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TOPIC:  CODE  SHARING  FOR  OBJECTS  OF  THE  SAME  TASK  TYPE 

Question:  Is  the  code  of  a  task  body  shared  among  multiple  occurrences  of  the  same 

task  type? 

Reference:  RM  9.1(6).l  -  Implicit 

Index  Terms:  Tasking,  Optimization  (Space) 

Rationale: 

Significant  memory  savings  can  be  realized  if  the  code  of  the  body  of  a  task  type  can  be 
shared.  Yet  this  must  be  assessed  in  situations  which  may  not  be  appropriate  for  code 
sharing,  such  as  distributed  computer  systems  with  non-shared  memo^,  computers  with 
segmented  memory,  or  applications  which  must  be  intensively  debugged. 

Example: 

In  a  loosely  coupled  distributed  syste^  task  objects  of  the  same  task  type  that  are  allocated 
to  different  processors  would  require  a  separate  local  copy  of  the  task  body.  In  an 
architecture  like  the  extended  memory  MIL-STD-1750A,  task  objects  of  the  same  task  type 
that  are  allocated  to  different  memory  segments  would  require  their  own  copy  of  the  task 
body  for  each  memory  segment.  Finally,  when  an  application  with  task  objects  of  the  same 
task  type  is  to  be  intensively  debugged,  the  user  might  require  a  copy  of  the  task  body  for 
each  task  object  if  unique  debugging  requests,  such  as  breakpoints,  are  to  be  requested. 
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TOPIC:  PRE.ELABORATION  OF  TASKS 

Question:  Can  tasks  in  library  level  packages  be  statically  allocated? 

Reference:  RM  9.2(2).  1  -  Implicit 

Index  Terms:  Tasking,  Static  Allocation,  Optimization  (Time),  Elaboration 
Rationale: 

For  manjf  programs,  the  number  of  tasks  is  known  at  compile  time.  These  tasks  are 
declared  in  library  level  packages.  They  execute  as  infinite  loops  and  never  terminate.  In 
such  systems,  the  job  of  the  system  designer  is  easier  if  tasks  can  be  statically  allocated  at 
compile/link-time.  Static  allocation  permits  ROMable  code,  reduces  runtime  overhead, 
and  has  the  advantage  that  the  memory  requirements  of  code  and  space  are  known  at 
compile/link-time. 

Example: 

In  some  applications,  the  time  from  power-on  reset  to  full  operational  status  may  have  a 
requirement  under  1  millisecond.  If  an  application  has  several  tasks,  it  may  be  impossible 
to  elaborate/activate  them  in  sufficient  time  during  program  initialization.  If  most  of  the 
elaboration  can  be  done  at  link  time,  it  will  reduce  the  start  up  overhead  substantially. 
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TOPIC:  TASK  STORAGE  ALLOCATION 

Question:  How  is  storage  for  tasks  allocated? 

Reference:  RM  9.2(2).2  *  Implicit 

Index  Terms:  Tasking,  Optimization  (Time  and  Space) 

Rationale: 

When  task  objects  are  created  dynamically,  storage  must  be  allocated  for  them.  There  may 
be  different  mechanisms  used  for  this  allocation.  Additionally,  there  may  be  mechanisms 
for  deallocation  of  storage  for  tasks  that  have  terminated.  Also,  there  may  be  limits  to  the 
total  amount  of  storage  available  for  task  objects.  All  of  this  may  affect  the  efficiency  and 
portability  of  a  program  that  creates  many  task  objects. 

Example: 

Suppose  a  recursive  subproj^am  creates  many  task  objects  at  each  execution.  Storage 
might  be  deallocated  immediately  upon  termination  of  these  tasks,  or  upon  return  to  the 
caller  of  the  subprogram  that  created  the  task  objects,  or  delayed  until  the  main 
subprogram  is  completed.  Depending  on  the  timing  of  the  program,  the  storage  allocated 
to  tasks  may  exceed  the  storage  capacity  of  the  computer  system. 
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TOPIC:  ACTIVATION  ORDER  OF  TASKS 

Question:  In  what  order  are  tasks  activated? 

Reference:  RM  9.3(1).  1  -  Explicit 

Index  Terms:  Tasking,  Priorities,  Order  Dependence 

Rationale: 

When  several  tasks  are  activated  in  parallel,  the  order  of  their  elaboration  may  affect 
program  execution. 

Example: 

In  the  following  example,  the  string  STR  in  the  task  TASK_1  will  have  a  different  length 
depending  on  the  order  of  elaboration: 


procedure  X  is  _ 

GLOBAL :  POSITIVE  :=  1; 

task  type  Tl; 

TASK_1 :  Tl; 

TASK_2 :  Tl; 

TASICJ :  Tl; 

fun<^ion  SIDE_EFFECT  return  POSITIVE  is 
begin 

GLOBAL  :=  GLOBAL  +  1; 
return  GLOBAL; 
end  SIDE_EFFECT; 

task  body  Tl  is 

STR :  STRING  (l..SIDE_EFFECr); 
begin 


end  Tl; 
begin 


end  X; 
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TOPIC:  TASK  ACTIVATION  (EXECUTION  ORDER) 

Question:  Can  a  task,  following  its  activation  but  prior  to  the  completion  of  activation 

of  tasks  declared  in  the  same  declarative  part,  continue  execution? 

Reference:  RM  9.3(2).  1  -  Implicit 

Index  Terms:  Tasking,  Priorities,  Order  Dependence 

Rationale: 

The  activation  of  tasks  proceeds  in  parallel.  (Correct  execution  of  a  program  may  depend  on 
a  task  continuing  execution  after  its  activation  is  completed  but  before  all  other  tasks 
activated  in  parallel  have  completed  their  respective  activations. 

Example: 

The  following  code  fragment  illustrates  that  the  result  of  program  execution  will  change 
depen^ding  upon  whether  all  parallel  task  activation  must  be  completed  prior  to  continued 
execution. 

declare 

task  SERVER  is 

entry  E;  pragma  PRIORITY  (SYSTEM.PRIORITY’LAST); 
end  SER>^^ 

task  REQUESTOR; 

function  CALL_SERVER  return  BOOLEAN  is 
begin 
select 

SERVER.E; 
return  TRUE; 
else 

return  FALSE; 
end  select; 

end  CAU^SERVER; 

task  body  SERVER  is 
begin 
accept  E; 
end  SERVER; 

task  body  REQUESTOR  is 

SERVER_EXECUTING  :  B(X)LEAN  :=  CALL_SERVER; 

Tl5cr_IO.PUT_LINE  (BOOLEANTMAGE  (SERVER_EXECUTING)); 
end  REQUESTOR; 
begin  ...  end; 
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TOPIC:  stORAGE_ERROR  DURING  TASK  CREATION/ACTIVATION 


Question:  If  the  allocation  of  a  task  object  raises  the  exception  STORAGE_ERROR, 

when  is  the  exception  raised? 


Reference:  RM  9.3(3).  1  -  Implicit 

Index  Terms:  Tasking,  Storage,  Exceptions 


Rationale: 


The  RM  does  not  explicitly  define  when  STORAGE_ERROR  must  be  raised  should  a  task 
object  exceed  the  storage  allocation  of  its  creator  or  master.  The  exception  must  be  raised 
no  later  than  task  activation;  however,  an  implementation  may  choose  to  raise  it  earlier, 
(e.g.,  when  the  task  is  declared). 

Example: 

The  following  code  fragment  illustrates  that  program  execution  will  change  depending  upon 
when  the  exertion  is  raised.  In  the  illustration  it  is  assumed  that  the  code  body  of 
ST0RAGEJERR0R_TASK  exceeds  the  allocation  of  the  task  enclosing  the  block. 


declare 

task  ST0RAGE_ERR0R_TASK; 
task  body  STORAGE_ERROR_TASK  is 

-  Propagation  of  STORAGE_ERROR  will  occur 

-  prior  to  activation  of  INNER_TASK  if  raised 

-  at  task  creation. 


package  body  INNER  is 
task  body  INNER_TASK ... 


end  INNER; 

--  Propagation  of  STORAGEJERROR  will  occur  after 
“  INNER_TASK  is  activated  if  raised  at  task  activation. 

begin 
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TOPIC:  TASK  TERMINATION 

Question:  When  the  main  program  terminates  (abnormally),  what  happens  to  tasks 

that  depend  on  library  packages? 

Reference:  RM  9.4(13).l  -  Explicit 

Index  Terms:  Tasking 

Rationale: 

NOTE:  THIS  IMPLEMENTATION  DEPENDENCY  HAS  BEEN  UPDATED  BY 
AI-00399: 

"If  a  task  depends  on  a  library  package,  then  after  (normal)  termination  of  the  main 
(sub)program,  the  environment  task  must  continue  to  wait  for  all  library  tasks  to  terminate; 
if  all  library  tasks  terminate,  then  the  program  as  a  whole  terminates. 

If  execution  of  the  main  program  is  abandoned,  either  because  the  main  program  raises  an 
exception  or  because  an  exception  is  raised  by  the  elaboration  of  a  library  unit,  the  effect  on 
executing  library  tasks  is  undefined.  In  particular,  the  tasks  can  be  aborted  or  they  can 
continue  to  run  until  normal  termination. 

The  RM  does  not  define  whether  such  tasks  are  required  to  terminate.  For  some 
applications  it  is  desirable  that  such  tasks  not  terminate.  Other  applications  may  desire  that 
all  tasks  terminate  when  the  main  program  terminates." 

Example: 

The  main  program  may  contain  initialization  code  only,  with  the  library  level  tasks 
performing  all  the  major  processing.  The  main  program  terminates  when  the  initialization 
IS  done,  leaving  the  library  tasks  to  continue.  However  if  the  main  program  terminates  due 
to  an  exception  propagating  out  of  the  main  program  thread,  the  library  tasks  may  be 
aborted,  or  left  to  run  indefinitely,  depending  on  the  implementation. 
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TOPIC;  RENDEZVOUS  OPTIMIZATIONS 

Question:  What  rendezvous  optimizations  are  available? 

Reference:  RM  9.5(14).!  -  Implicit 

Index  Terms:  Tasking,  Optimization  (Time),  Priorities 

Rationale: 

The  efficient  of  the  tasking  operations  is  a  concern  for  many  applications.  Various 
implementations  of  rendezvous  have  been  proposed  and  documented.  Some 
implementations  of  tasking  rendezvous  may  be  more  appropriate  than  others  for  certain 
applications.  Real-time  applications  that  use  tasking  should  be  concerned  about  the 
rendezvous  implementation  and  the  possible  tasking  special  cases  that  can  be  optimized  by 
the  compiler  and  runtime  environment. 

Example: 

A  simplified  measurement  of  the  efficiency  of  a  rendezvous  is  the  number  of  context  swaps 
required  to  complete  the  rendezvous.  Most  general  purpose  rendezvous  implementations 
require  two  context  swaps;  one  to  switch  to  the  called  task,  and  one  at  the  end  of  the  accept 
body  to  switch  back  to  the  calling  task.  If  the  compiler  can  recognize  or  be  informed  of 
special  conditions,  then  the  rendezvous  overhead  can  be  reduced.  One  such  special 
condition  is  a  passive  server  task  that  is  executed  only  when  called.  A  rendezvous  call  to  a 
passive  server  task  (or  monitor  task)  can  be  optimized  to  execute  in  the  )ntext  of  the 
caller.  This  means  that  no  context  swaps  may  be  required.  Because  the  passive  server  task 
can  execute  in  the  context  of  the  caller,  it  does  not  need  its  own  stack  or  task  control  block. 
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TOPIC;  SCHEDULING  EVENT  CAUSED  BY  DELAY  STATEMENT 

Question:  What  is  the  minimum  value  in  a  delay  expression  that  causes  a  scheduling 

event? 

Reference:  RM  9.6(l).l  -  Implicit 

Index  Terms:  Tasking,  Deices,  Priorities 
Rationale: 

The  delay  statement  suspends  further  execution  of  the  task  that  executes  the  delay 
statement,  for  at  least  the  duration  specified  by  the  value  of  the  expression  in  the  delay 
statement.  There  is  an  overhead  associated  with  requesting  a  delay  from  the  runtime 
system.  This  overhead  may  exceed  the  requested  delay  period.  Unless  the  requesting  task 
has  been  aborted,  the  runtime  system  may  return  control  directly  to  that  task  or  schedule 
another  task  for  execution. 

Example: 

The  statement  delay  (0.0)  has  a  delay  value  less  than  any  overhead  associated  with  the  delay 
request  to  the  runtime  system.  Unless  that  task  has  been  aborted,  the  runtime  system  may 
return  control  to  the  requesting  task  or  schedule  another  task  for  execution. 
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TOPIC;  DELAY  RESOLUTION 

Question:  Is  the  execution  accuracy  of  delay  statements  consistent  with 

SYSTEM.TICK  and  DURATION’SMALL? 

Reference:  RM  9.6(4).  1  -  Implicit 

Index  Terms:  Tasking,  Delays 

Rationale: 

For  real-time  applications,  it  is  important  that  the  delay  statement  be  executed  with  an 
accuracy  consistent  with  the  values  specified  for  SYSTEM.TICK  and  DURATION’SMALL. 
In  particular,  the  delay  statement  should  be  executed  with  an  accuracy  no  less  than 
SYSTEM.TICK. 

Example: 

The  following  code  fragment  illustrates  that  unless  the  accuracy  is  consistent  with 
SYSTEM.TICK  and  DURATION’SMALL,  the  result  of  program  execution  may  be 
affected.  In  the  example,  the  timed  entry  call  may  be  reduced  to  a  conditional  entry  call 
when  SYSTEM.TICK  is  less  than  DURATION’SMALL. 

select 

SERVER.E; 


or 

delay  DURATION  (SYSTEM.TICK)  -  DURATION’SMALL; 


end  select; 
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TOPIC;  THE  TYPE  TIME 

Question:  What  is  the  implementation  overhead  associated  with  the  type  TIME? 

Reference:  RM  9.6(5  ).l  -  Implicit 

Index  Terms:  Optimization  (Time),  Deices 
Rationale: 

The  implementation  overhead  associated  with  type  TIME  may  be  significant  in  developing 
real-time  applications  that  have  critical  tim^  requirements.  Furthermore,  this  overhead 
should  not  prevent  changes  in  the  value  of  TiME  from  being  resolved  at  the  accuracy  of 
SYSTEM.TICK. 

Example: 

The  following  code  fragment  illustrates  that  program  execution  may  depend  upon  this 
overhead. 

START.TIME  :=  CLOCK  +  OVERHEAD_FACrOR; 

while  CLOCK  -  START.TIME  <  DURATION  (SYSTEM.TICK)  loop 

~  Process  data  for  this  tick 


end  loop; 
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TOPIC:  EVALUATION  OF  DELAY  EXPRESSION  OR  ENTRY  FAMILY  INDEX 

Question:  When  are  the  expressions  of  an  open  delay  alternative  or  the  entry  family 

index  in  an  open  accept  alternative  evaluated? 

Reference:  RM  9.7.1(5).2  -  Implicit 

Index  Terms:  Tasking,  Order  Dependence,  Optimization  (Time),  Delays,  Priorities 
Rationale: 

After  all  the  open  alternatives  have  been  determined,  the  expressions  in  the  open  delay 
alternative  or  the  entry  family  index  in  an  open  alternative  are  evaluated  in  the  process  of 
selecting  an  open  alternative  for  execution.  It  is  up  to  the  implementation  to  determine 
whether  all  those  expressions  must  be  evaluated  before  a  selection  is  made.  The  choice 
affects  both  side  effects  and  the  performance  behavior  of  the  select  statement. 

Example: 

Two  examples  illustrate  the  point.  In  both  cases,  when  there  is  a  caller  on  the  entry  queue 
for  the  entry  the  value  of  X  may  be  0  or  1  depending  on  the  implementation  choice. 

X :  INTEGER* 

function  FOO  return  INTEGER  is 
begin 
X:=  1; 
end  FOO; 

“  example  with  delay  expression 
X:=  0; 
select 
accept  E; 
or 

delay  (DURATION  (FOO)); 
end  select; 

--  example  with  entry  family  index 
X;=0; 
select 
accept  E; 
or 

accept  F  (FOO); 
end  select; 
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TOPIC:  SELECTIVE  WAIT  ALTERNATIVES 

Question:  What  is  the  algorithm  to  select  from  the  open  alternatives  in  a  selective 

wait? 

Reference:  RM  9.7. 1(6).  1  -  Explicit 

Index  Terms:  Tasking,  Order  Dependence 
Rationale: 

The  RM  states  that  the  choice  is  arbitrary.  However,  some  applications  may  be  concerned 
with  how  this  is  implemented. 

Example: 

For  some  applications  a  choice  of  open  alternatives  based  on  the  longest  waiting  time  is 
desired.  Otner  applications  may  require  that  if  tasks  of  different  prionties  are  queued  on 
different  open  alternatives,  the  mternative  that  has  the  highest  priority  task  waiting  on  it  be 
selected. 


TOPIC:  DELAY  ALTERNATIVES 

Question:  What  algorithm  is  used  to  select  from  delay  alternatives  of  the  same  delay 

in  a  selective  wait? 

Reference:  RM  9.7. 1  (8).  1  -  Explicit 

Index  Terms:  Tasking,  Delays 
Rationale: 

The  RM  states  that  the  choice  is  arbitrary.  However,  some  applications  may  be  concerned 
with  how  this  is  implemented. 

Example: 

select 
accept  A; 
or 

UpSatLsOME_GLOBAL; 

or 

delay  5.0; 
end  select; 

If  there  are  no  callers  for  A  in  the  delay  period,  the  procedure  call  to 
UPDATE_SOMll.GLOBAL  may  or  may  not  be  called  depending  on  the  algorithm  used  to 
select  between  the  delay  alternatives. 
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TOPIC:  TASK  PRIORITIES 


Question: 
Reference: 
Index  Terms: 
Rationale: 


If  priorities  are  supported,  what  are  their  implementation  characteristics? 
RM  9.8(1  ).l  -  Explicit 
Tasking,  Priorities 


Applications  have  different  execution  requirements.  Time  and  response  critical 
applications  must  be  guaranteed  to  run  when  required.  Knowing  whether  or  not  priorities 
are  implemented,  the  range  of  priorities  available,  and  the  default  priority  of  tasks  and  the 
main  program  is  necessary  for  designing  time-  critical  and  response-critical  systems. 

Example: 


If  a  system  designer  is  aware  that  a  particular  runtime  environment  supports  three  levels  of 
priority  (subtype  PWORITY  is  INTEGER  range  0..2)  and  that  the  assigned  default  priority 
IS  the  lowest  priority  (0),  the  following  conclusions  may  be  made:  tasks  that  respond  to 
interrupt  handlers  should  be  priority  2,  foreground  processing  should  be  priority  1  and 
back^ound  processing  should  be  priority  0.  This  particular  setup  exemplifies  a 
disadvantageous  situation  of  having  a  single  priority  level  available  for  foreground 
processing.  Since  sonte  foreground  processes  will  be  more  time-critical  than  others, 
elaborate  scheduling  will  be  needed  to  meet  requirements.  This  scheduling  will  increase 
the  complexity  of  the  designed  code. 


TOPIC:  TASK  SCHEDULING  ON  MULTIPLE  PROCESSORS 


Question:  Is  preemptive  scheduling  supported  for  tasks  distributed  over  multiple 

processors? 

Section:  RM  9.8(4).  1  -  Implicit 

Index  Terms:  Tasking,  Priorities 
Rationale: 


An  Ada  program  may  be  distributed  over  more  than  one  processor.  The  developer  needs  to 
know  if  priorities  are  supported  system  wide  or  by  processor. 

Example: 


For  tasks  that  are  running  on 
priority  task  to  be  blocked 
PROCESSOR-01)  while  a  lower 


separate  physical  processors,  it  is  possible  for  a  medium 
on  PROCESSOR-01  (by  a  higher  priority  task  on 
priority  task  on  PROCESSOR-02  is  executing. 
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TOPIC:  PRIORITY,  EFFECT  ON  ACTIVATION 

Question:  What  priority  is  used  during  task  activation? 

Section:  RM  9.8(4).2  >  Implicit 

Index  Terms:  Tasking,  Priorities,  Activation 
Rationale: 

AI-00288  provides  a  NON-BINDING  ^Ada'83  implementations  need  not  support  it) 
interpretation  of  which  priority  the  activation  of  a  task  occurs  at: 

"A  task  activation  should  be  performed  with  the  priority  of  the  task  being  activated  or  the 
priority  of  the  task  causing  the  activation,  whichever  is  higher.” 

Since  this  is  non-binding,  current  implementations  may  simply  activate  the  task  at  its 
specified  priority. 

Example: 

If  a  low  priori^  task  is  activated  by  a  high  prioriw  task,  some  implementations  will  suspend 
the  high  priority  task  while  a  medium  priority  task  is  allowed  to  execute.  This  may  result  in 
timing  problems  for  an  application. 


TOPIC:  SCHEDULING  ORDER  OF  TASKS 

Question:  What  is  the  scheduling  order  of  tasks  with  the  same  priority  or  without 

explicit  priorities? 

Reference:  RM  9.8(5).  1  -  Explicit 

Index  Terms:  Tasking,  Order  Dependence 
Rationale: 

This  must  be  known  by  the  designers  of  embedded  systems  to  ensure  required  system 
performance. 

Example: 

Assume  an  Ada  program  has  three  tasks  of  the  same  priority.  The  three  tasks  execute  delay 
statements  such  that  they  will  all  be  eligible  to  execute  at  the  exact  same  time.  If  the  tasks 
do  not  execute  in  FIFO  manner,  this  may  affect  program  execution. 
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TOPIC;  RENDEZVOUS  BETWEEN*TASKS  WITHOUT  PRIORITIES 

Question:  What  is  the  priority  of  a  rendezvous  between  two  tasks  without  explicit 

priorities? 

Reference:  RM  9,8(5).2  -  Explicit 

Index  Terms:  Tasking,  Priorities 
Rationale: 

This  information  may  be  necessary  to  ensure  required  program  performance  with  respect  to 
other  tasks  that  have  defined  priorities. 

Example: 

Two  tasks  without  explicit  priority  conduct  a  rendezvous.  If  the  priority  given  to  the 
rendezvous  is  higher  than  a  task  with  an  explicit  priority,  the  program  may  execute  in  an 
unexpected  manner. 


TOPIC:  ORDER  OF  ABORTION 


Question:  What  is  the  order  of  abortion  for  tasks  specified  in  an  abort  statement? 

Reference:  RM  9.10(4).!  -  Explicit 

Index  Terms:  Tasking,  Priorities,  Abort,  Order  Dependence 

Rationale: 

The  results  of  a  program  may  vary  depending  on  the  order  of  abortion  of  its  tasks. 

Example: 

Assume  there  exist  three  tasks  A,  B,  and  C  running  within  an  Ada  program  and  the 
following  statement  is  executed: 

abort  A,  B,  C; 

If  the  user  assumes  that  the  tasks  are  aborted  in  a  left  to  right  order,  but  the 
implementation  chooses  not  to  follow  such  an  order,  the  program  execution  may  be 
different. 


-50- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Tasking  Issues 


TOPIC:  MECHANISM  FOR  ABORT  COMPLETION 

Question:  When  does  a  task  which  has  been  aborted  become  completed? 

Reference:  RM  9. 10(6).  1  -  Explicit 

Index  Terms:  Tasking,  Abort 
Rationale: 

When  a  task  has  been  aborted,  it  may  become  completed  at  any  point  from  the  time  the 
abort  statement  is  executed  until  its  next  synchronization  point.  Depending  on  when  an 
inmlementation  actually  causes  the  task  to  complete,  the  results  of  an  aborted  task  may  be 
different. 

Example: 

Suppose  a  task  is  updating  a  variable  that  is  visible  to  other  tasks,  prior  to  a  synchronization 
point..  If  the  task  is  aborted  just  prior  to  the  update,  it  may  leave  the  variable  unchanged  if 
It  becomes  completed  immediately,  or  it  may  update  the  variable  and  then  become 
completed  at  the  synchronization  point.  This  could  wect  the  results  of  the  whole  program. 


TOPIC:  ABORT  COMPLETION 


Question:  What  are  the  results  if  a  task  is  aborted  while  updating  a  variable? 

Reference:  RM  9.10(8).!  -  Explicit 

Index  Terms:  Tasking,  Abort 
Rationale: 

An  implementation  may  defer  completion  of  a  task  if  it  is  aborted  while  updating  a  variable, 
and  thus  prevent  a  variable  from  being  undefined.  This  may  be  crucial  in  the  case  of  a 
common  variable. 


Example: 

Two  tasks  both  reference  a  variable  A.  The  first  task  uses  A  for  calculations,  the  other  task 
updates  A  periodic^.  If  the  second  task  is  aborted  during  the  update  of  A,  then  A  may 
become  undefined.  This  might  raise  an  exception  in  the  first  task. 
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TOPIC;  SHARED  VARIABLES 

Question:  In  the  absence  of  the  SHARED  pragma,  are  local  copies  of  shared  variables 

used  within  tasks? 

Reference:  RM  9. 1 1(8).  1  -  Implicit 

Index  Terms:  Tasking,  Erroneous  Execution 
Rationale: 

If  no  local  copies  are  used,  erroneous  programs  will  operate  correctly  on  one 
implementation  and  not  on  others. 

Example: 

Many  compilation  systems  generate  code  that  makes  use  of  temporary  local  copies  of 
objects,  usually  in  registers.  However,  some  compilation  systems  may  update  objects  only  as 
direct,  indivisible  operations,  or  may  recogmze  an  object  as  being  shared  and  treat  it  as  if 
pragma  SHARED  had  been  used.  In  these  cases,  an  erroneous  program  would  execute 
correctly  until  the  compilation  system  was  altered.  If  the  program  was  transported  to  a 
different  compilation  system,  errors  could  occur  which  are  likely  to  be  difficult  to  isolate. 


TOPIC:  PRAGMA  SHARED 

Question:  How  is  pragma  SHARED  implemented  for  the  supported  types? 

Reference:  RM  9. 11(11).  1*  Implicit 

Index  Terms;  Tasking,  Optimization  (Time  and  Space) 

Rationale: 

The  performance  of  pro^ams  using  the  SHARED  pragma  may  vary  because  of  the 
implementation  approach  for  this  pragma. 

Example: 

Some  architectures  may  directly  provide  a  full  range  of  indivisible  operations  in  hardware 
for  scalars  and  access  types.  In  other  cases,  the  indivisible  operations  may  be  implemented 
by  disabling  interrupts,  performing  the  operation,  and  restoring  interrupts.  In  these  cases, 
the  overhead  associated  with  interrupt  control  may  be  substantial. 
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TOPIC:  DIRECT  EXECUTION  OF  INTERRUPT  ENTRY  CALLS 

Question:  Under  what  conditions,  if  any,  will  an  implementation  enable  the  hardware 

to  directly  execute  the  ac^pt  statements  associated  with  an  interrupt  entry 
call? 

Reference:  RM  13.5.1(2).!  -  Implicit 

Index  Terms:  Representation  Clauses,  Tasking 
Rationale: 

The  RM  defines  that  an  interrupt  entry  call  acts  as  an  entry  call  issued  by  a  hardware  task 
whose  priority  is  higher  than  the  priority  of  the  main  pro^am  and  any  user-defined  task. 
This  enables  an  implementation  to  implement  the  interrupt  entry  call  having  the  hardware 
directly  execute  the  appropriate  accept  statements,  which  is  absolutely  necessary  for  many 
real-time  applications. 

Example: 

One  condition  that  is  required  on  many  implementation  for  hardware  direct  execution  of 
interrupt  entry  calls  is  that  there  are  no  other  calls  to  the  entry  from  the  application 
software.  An  implementation  may  require  a  special  pragma  that  specifies  that  only 
hardware  interrupts  will  cause  interrupt  entry  calls. 
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TOPIC;  PRIORITY  OF  INTERRUPT  ENTRY  CALLS 

Question:  What  assumptions  can  be  made  regarding  the  suspension  of  interrupt 

handlers  following  completion  of  the  accept  body  corresponding  to  an 
interrupt  entry  call? 

Reference:  RM  13.5.1(2),2  -  Implicit 

Index  Terms:  Representation  Clauses,  Tasking 
Rationale: 

The  RM  stipulates  that  nterrupt  entry  calls  act  as  a  call  from  a  task  with  a  priority  that  is 
higher  thM  any  user-defined  priority,  resulting  in  the  corresponding  accept  body  to  execute 
at  this  priority.  This  implies  that,  unless  the  interrupt  handler  task  is  explicitly  assigned  the 
highest  user-defined  priority,  it  may  be  suspended  following  completion  of  the  accept  body. 
Many  implementations  may  choose  not  to  suspend  the  task  in  order  to  optimize  interrupt 
handlers.  This  is  possible  because  the  "loop"  statement  below  can  be  eliminated  on  some 
implementations. 

Example: 

Consider  the  following  interrupt  handler: 

task  INTERRUPT_HANDLER  is 
entry  INTERRUPT_ENTRY; 
for  INTERRUPTJENTRY  use  at  16#40#; 
end  INTERRUPTJIANDLER; 

task  body  INTERRUPT_HANDLER  is 
begin 
loop 

accept  INTERRUPT_ENTRY  do 

end  INTERRUPT_ENTRY; 
end  loop;  ~  task  may  be  suspended 

end  INTERRUPT_HANDLER; 

An  implicit  assumption  that  the  implementation  will  only  suspend  the  above  task  upon 
reaching  the  accept  is  erroneous. 
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TOPIC:  RESTRICTIONS  ON  TERMINATE  ALTERNATIVE 

Question:  What  further  requirements  are  imposed  by  an  implementation  for  selection 

of  the  terminate  alternative  that  may  appear  in  the  same  select  statement 
with  an  accept  alternative  for  an  interrupt  entry? 

Reference:  RM  13.5.1(3).!  -  Explidt 

Index  Terms:  Tasking 

Rationale: 

Further  requirements  may  be  necessary  to  prevent  the  premature  selection  of  the  terminate 
alternative. 

Example: 

Selecting  the  terminate  alternative  may  complete  the  task  which  contains  the  only  accept 
statements  which  can  handle  the  interrupt  entry  calls,  leaving  the  hardware  unserviced. 
This  would  be  fatal  to  most  applications. 
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TOPIC:  NESTED  RENDEZVOUS  WITHIN  AN  INTERRUPT  HANDLER 

Question:  What  is  the  effect  of  an  interrupt  handler  attempting  to  perform  a 

rendezvous? 

Reference:  RM  13.5.1(5).!  -  Implicit 

Index  Terms:  Tasking,  Representation  Clauses 
Rationale: 

Depending  upon  the  machine,  code  that  is  directly  executed  from  an  interrupt  vector,  or 
similar  mechanism,  may  cause  the  machine  to  be  in  a  state  that  prevents  a  nested 
rendezvous  to  proceed. 

Example: 

Consider  the  following  interrupt  handler: 

'  task  INTERRUPT_HANDLER  is 
entry  INTCRRUPT_ENTRY; 
for  INTERRUPT_ENTTIY  use  at  16#40#; 
end  INTERRUPT_HANDLER; 


task  body  INTERRUPT JiANDLER  is 
begin 

accept  INTERRUPT_ENTRY  do 
SOME_TASK.SOME_ENTRY;  -  Erroneous 
end  INTERRUPT_ENTRY; 
end  INTERRUPT_HANDLER; 


An  implementation  may  choose  to  restrict  the  actions  performed  within  an  accept  body  of 
an  interrupt  entry. 
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Chapter  7 

Numeric  Issues 

TOPIC:  NUMERIC_ERROR 

Question:  Does  the  implementation  raise  NUMERIC_ERROR  on  an  intermediate 

operation  when  the  larger  expression  can  be  correctly  computed? 

Reference:  RM  3.5.4(10).!  -  Explicit 

Index  Terms:  Numerics,  Runtime  Checks 

Rationale: 

An  implementation  is  not  required  to  raise  NUMERICJERROR  (SEE  AI-00387)  for  an 
intermediate  value  if  the  larger  expression  can  produce  the  correct  result. 

Example: 

A :  INTEGER  :=  INTEGER’LAST; 

A:=  (A  +  l)-2; 

The  intermediate  value  (A  +  1)  is  greater  than  INTEGER’LAST  but  the  result  of  the 
entire  expression  is  valid. 
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TOPIC:  RAISING  NUMERIC_ERRGR  EXCEPTIONS  FOR  AN  OPERAND  IN  AN 

EXPRESSION 

Question:  In  an  expression,  if  an  operand  j^elds  a  value  outside  the  base  type,  yet  the 

result  is  mathematically  correct,  is  NUMERIC_ERROR  exception  raised? 

Reference:  RM  4.5(7).  1  -  Implicit 

Index  Terms:  Numerics,  Runtime  Checks 


Rationale: 

The  NUMERICJERROR  (SEE  AI-00387)  exception  check  for  the  value  of  an  expression  is 
required  to  be  performed  on  the  final  result  of  the  expression.  For  some  base  types,  an 
implementation  may  calculate  intermediate  results  with  greater  precision  than  that 
requested  for  the  base  type  of  the  expression,  which  may  avoid  the  NUMERIC_ERROR 
exception  as  long  as  the  result  is  a  value  of  the  base  type. 

Example: 

Consider: 


X:=(A*B)/C; 

Suppose  A,  B,  C,  and  X  are  variables  of  the  same  floating  point  type.  NUMERICJERROR 
need  not  be  raised  if  A  ♦  B  lies  outside  the  range  of  the  safe  numbers  for  the  base  type  as 
long  as  the  quotient  lies  within  the  range.  If  the  quotient  does  not  lie  within  the  range, 
NUMERICJERROR  should  be  raised. 
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TOPIC:  NUMERIC  JERROR  EXCEPTION  FOR  REAL  OPERATIONS 

Question:  What  happens  when  the  result  of  a  real  operation  is  not  in  the  range  of  safe 

numbers? 

Reference:  RM  4^.7(7).l  -  Explicit 

Index  Terms:  Numerics,  Runtime  Checks,  Exceptions 

Rationale: 

The  RM  does  not  require  an  implementation  whose  MACHINE-OVERFLOWS  is  FALSE 
to  raise  NUMERIC-ERROR  (SEE  AI-00387)  when  the  result  of  a  real  operation  has  a 
model  interval  that  is  undefined.  This  error  condition  may  go  undetected  on  computers  that 
do  not  permit  easy  detection  of  overflow  situations. 

Example: 

When, the  computer  hardware  cannot  detect  an  overflow  condition,  the  implementation  is 
not  obligated  to  insert  additional  code  to  determine  if  the  resulting  value  is  out  of  the  range 
of  safe  numbers  for  a  real  type  operation. 


TOPIC:  COMPARISONS  OF  REAL  OPERANDS 

Question:  For  a  relational  operator  what  is  the  range  of  accuracy  for  the  relational 

comparison? 

Reference:  RM  4.5.7(10).!  -  Implicit 

Index  Terms:  Numerics 

Rationale: 

For  the  result  of  a  relation  between  two  real  operands,  the  result  can  be  any  value  obtained 
by  applying  the  mathematical  comparison  to  a  value  arbitrarily  chosen  in  the  corresponding 
operand  model  intervals.  This  potential  imprecision  makes  the  results  of  comparisons 
implementation  dependent. 

Example: 

Consider  that  not  (A  <  B)  need  not  be  equal  to  (A  >  =  B)  under  certain  circumstances. 
This  happens  when  the  mcxlel  intervals  associated  with  A  and  B  have  more  than  one  value 
in  common.  The  values  of  A  and  B  are,  for  non-model  numbers,  implementation-defined 
within  certain  limitations,  which  consequently  makes  the  results  of  comparisons 
implementation  dependent. 
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TOPIC:  NUMERIC_ERROR  EXCEPTION  FOR  REAL  CONVERSIONS 

Question:  What  happens  when  the  result  of  a  conversion  to  a  real  type  is  not  in  the 

range  of  safe  numbers? 

Reference:  RM  4,6(7).  1  -  Implicit 

Index  Terms:  Numerics,  Runtime  Checks,  Exceptions 

Rationale: 

The  RM  does  not  require  an  iinplementation  whose  MACHINE_OVERFLOWS  is  FALSE 
to  raise  a  NUMERIC_ERR0R  (SEE  AI-00387)  when  the  result  of  a  conversion  has  a 
model  interval  that  is  undefined.  This  error  condition  may  go  undetected  on  computers  that 
do  not  permit  easy  detection  of  overflow  situations. 

Example: 

When  the  computer  hardware  cannot  detect  an  overflow  condition,  the  implementation  is 
not  obligated  to  insert  additional  code  to  determine  if  the  resulting  value  is  out  of  the  range 
of  safe  numbers  for  a  real  type  operation. 
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TOPIC:  ROUNDING  FOR  INTEGER  CONVERSIONS 

Question:  In  a  conversion  of  a  real  value  to  an  integer  type,  if  the  operand  is  halfway 

between  two  integers  which  way  is  it  rounded? 

Reference:  RM  4.6(7).2  -  Explicit 

Index  Terms:  Numerics 

Rationale: 

The  RM  does  not  specify  what  kind  of  rounding  is  to  be  performed  when  converting  real 
values  whose  values  lie  in  between  two  integers  to  integer  types. 

Example: 

Here  is  a  list  of  some  of  the  different  kinds  of  rounding  that  can  be  applied  to 
real-to-integer  type  conversion: 

INTEGER  (1.5)  -  >  2  and  INTEGER  (-1.5)  ->  -2  -  normally  expected 
or 

INTEGER  (1.5)  -  >  2  and  INTEGER  (2.5)  -  >  2  -  round  to  even 
or 

INTEGER  (-1.5)  ->  -1  and  INTEGER  (-2.5)- >  -3  -  round  to  even  (2’s  complement) 
or 

INTEGER  (1.5)  -  >  2  and  INTEGER  (-1.5)  ->  -1  -  round  up 
or 

INTEGER  (1.5)  ->  1  and  INTEGER  (-1.5)  ->  -2  ~  round  down 
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TOPIC:  ACCURACY  OF  STATIC  REAL  EXPRESSIONS 

Question:  What  differences  exist  between  the  accuracy  of  compile-time  evaluation 

versus  runtime  evaluation  of  static  expressions? 

Reference:  RM  4.9(12).!  -  Implicit 

Index  Terms:  Numerics 

Rationale: 

An  implementation  is  not  required  to  produce  the  same  value  for  a  static  expression  by 
compile-time  evaluation  on  a  host  computer  system  as  it  would  produce  for  the  same 
expression  at  runtime  on  the  target  computer  system.  These  values  are  only  required  to  be 
in  the  same  model  number  interval,  /m  implementation  is  required  to  evaluate  a  static 
expression  at  compile-time  when  the  context  requires  a  static  expression.  The  consequence 
of  this  potential  imprecision  makes  the  results  of  comparisons  implementation-dependent. 

Example: 

Consider  the  following  declaration  with  the  static  real  expression: 

SOMETHING  :  REAL  :=  EXPX  +  EXPY  -t-  EXPZ; 

Now  consider  this  function: 

function  FUNX  (A  :  REAL  :=  EXPX, 

B:REAL:=  EXPY, 

C :  REAL  :=  EXPZ)  return  REAL; 

If  within  FUNX  there  is  a  relational  expression: 

...  (A  +  B  -t-  C)  =  SOMETHING ... 

it  may  not  produce  an  eoual  comparison  when  FUNX  is  called  with  no  parameters.  This 
happens  when  the  model  intervals  associated  with  the  REAL  type  have  more  than  one 
value  in  common.  The  values  of  SOMETHING  and  (A  +  B  +  C)  are,  for  non-model 
numbers,  implementation-defined  within  certain  limitations,  which  consequently  makes  the 
results  of  comparisons  implementation  dependent. 
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TOPIC:  NUMERICJERROR '  EXCEPTION  FOR  NONSTATIC  UNIVERSAL 

OPERATIONS 

Question:  What  happens  if  the  result  of  the  operation  is  a  real  value  whose  absolute 

value  exceeds  the  largest  safe  number  of  the  most  accurate  predefined 
floating  point  or  an  integer  value  greater  than  SYSTEM.MAXJNT  or  less 
than  SYSTEM.MIN_I]m 

Reference:  RM  4. 10(5).  1  -  Implicit 

Index  Terms:  Numerics,  Runtime  Checks,  Exceptions 

Rationale: 

The  RM  does  not  require  an  implementation  to  raise  a  NUMERIC-ERROR  (SEE 
AI-00387)  if  the  result  of  the  operation  is  a  real  value  whose  absolute  value  exceeds  the 
largest  safe  number  of  the  most  accurate  predefined  floating  point  or  an  integer  value 
greater  than  SYSTCM.MAXJNT  or  less  than  SYSTEM.MINllNT.  This  error  condition 
may  go  undetected  on  computers  that  do  not  permit  easy  detection  of  overflow  situations. 

Example: 

value  1  :=  10_000; 
value2 :  =  30-000; 
value3  :  =  value  1  •  value2; 

The  above  computation  may,  or  may  not  raise  NUMERIC-ERROR  on  an  implementation 
with  MAX-INT  of  32767. 
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TOPIC:  NUMERIC_ERROR 

Question:  Is  the  raising  of  NUMERIC_ERROR  supported  in  hardware? 

Reference:  RM  1 1. 1(6).  1  -  Implicit 

Index  Terms:  Numerics,  Runtime  Checks 
Rationale: 

Unless  OVERFLOW_CHECK  is  suppressed,  there  potentially  could  be  a  runtime  check 
for  overflow  for  each  arithmetic  expression.  This  runtime  expense  can  be  reduced  with  the 
use  of  hardware  checks.  (See  also  4^.5.7(7).l  for  more  discussion  on  NUMERIC_ERROR.) 

NOTE:  AI-00387  specifies  in  a  NON-BINDING  interpretation:  "Wherever  the  Standard 
requires  that  NUMERICJERROR  be  raised  (other  than  by  a  raise  statement), 
CONSTRAINT_ERROR  should  be  raised  instead." 

Since  this  interpretation  is  non-binding,  implementations  are  free  to  raise  either 
NUMERICJERROR  or  CONSTRAINT_ERROR  wherever  NUMERIC.ERROR  could 
be  implicitly  raised. 

Example: 

Hardware  support  for  the  raising  of  NUMERIC_ERROR  might  be  supplied  ^  associating 
an  interrupt  handler  with  floating  point  and  fixed  point  overflow  interrupts.  This  interrupt 
handler  could  then  cause  the  runtime  system  to  raise  the  exception.  It  no  such  interrupt 
exists,  or  if  it  is  not  used  to  raise  the  exception,  an  implementation  might  generate  code  to 
check  for  overflow  before  or  after  every  arithmetic  operation. 
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TOPIC:  CODE  OPTIMIZATION 

Question:  Does  the  use  of  a  type  that  has  a  range  wider  than  that  of  the  base  type  ever 

suppress  the  raising  of  an  exception? 

Reference:  RM  1 1.6(6).  1  -  Explicit 

Index  Terms:  Numerics,  Exceptions,  Optimization  (Time) 

Rationale: 

For  expression  evaluation,  an  implementation  is  allowed  to  use  a  ijpe  that  has  a  range 
wider  than  that  of  the  base  type  of  the  operands,  provided  that  this  delivers  the  exact  result. 
Use  of  such  a  wider  Wpe  might  mlow  an  operation  that  might  otherwise  raise 
NUMtRIC-ERROR  (SEE  AI-00387). 

Example: 

Consider  the  following  example: 

function  MAY_RAISE_NUMERICJERROR  return  BOOLEAN  is 
A,  B  :  POSITIVE  :=  POSmVE’LAST; 

begin 

return  (A  +  1)  <  (B  +  1); 
end  MAY_RAISE_NUMERIC_ERROR; 

A  call  to  this  function  may  raise  NUMERICLERROR  since  the  evaluation  of  A  +  1  results 
in  a  number  outside  the  range  of  the  positive  numbers. 
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TOPIC:  INTEGER  REPRESENTATION 

Question:  What  is  the  representation  of  the  predefined  type  INTEGER? 

Reference:  RM  Annex  C(6).l  -  Implicit 

Index  Terms:  Numerics 

Rationale: 

An  implementation  is  free  to  choose  the  range  of  values  for  the  predefined  type  INTEGER. 
Example: 

An  implementation  usually  chooses  the  range  of  the  normal  integer  representation  for  a 
machine  as  the  range  for  the  predefined  INTEGER  type.  For  a  16-bit  machine  this  may  be 
the  range  of  16-bit  signed  integers.  In  this  instance,  the  following  code  fragment  is 
potentially  non-reusable  depending  upon  the  time  of  day  it  is  executed; 

use  CALENDAR; 


INTEGER_SECONDS  :=  INTEGER  (SECONDS  (CLOCK)); 
-  NUMERICJERROR  (see  AI-00387)  may  be  raised. 


TOPIC:  SHORTJNTEGER  AND  LONGJNTEGER  REPRESENTATIONS 

Question:  What  is  the  representation  of  the  predefined  type  SHORT_lNTEGER  and 

LONGJNTEGER? 


Reference:  RM  Annex  C(7).l  -  Implicit 

Index  Terms:  Numerics 

Rationale: 

An  implementation  may  provide  additional  predefined  integer  types. 

Example: 

An  implementation  usually  chooses  the  range  of  the  short  integer  representation  for  a 
machine  as  the  range  for  the  predefined  SHORT_INTEGER  type  and  the  range  of  the 
double  length  integer  representation  for  a  machine  as  the  range  for  the  predefined 
LON G_IN  rEGER  type.  For  a  16-bit  machine  this  may  be  the  range  of  8-  bit  signed 
integers  for  SHORTJNTEGER  and  16-bit  signed  integers  for  LONGJNTEGER. 
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TOPIC:  FLOAT  representation 

Question:  What  is  the  representation  of  the  predefined  type  FLOAT? 

Reference:  RM  Annex  C(9).  1  -  Implicit 

Index  Terms:  Numerics 
Rationale: 

An  implementation  is  free  to  choose  the  range  and  accurai^  of  values  for  the  predefined 
type  FLOAT. 

Example: 

An  implementation  usually  chooses  the  range  and  accuracy  of  the  normal  floating  point 
representation  for  a  machine  as  the  range  for  the  predefined  FLOAT  type.  For  a  32-bit 
machine  this  may  be  the  range  of  32-bit  signed  floating  point  representation. 


TOPIC:  SHORTJFLOAT  AND  LONG_FLOAT  REPRESENTATIONS 

Question:  What  is  the  representation  of  the  predefined  type  SHORTJFLOAT  and 

LONG_FLOAf? 


Reference:  RM  Annex  C(10).l  -  Implicit 

Index  Terms:  Numerics 

Rationale: 

An  implementation  may  provide  additional  predefined  floating  point  types. 
Example: 


An  implementation  usually  chooses  the  range  and  accurai^  of  the  short  floating  point 
representation  for  a  machine  as  the  range  for  the  predefined  SHORT_FLOAT  type  and  the 
range  and  accuracy  of  the  double  length  floatingpoint  representation  for  a  machine  as  the 
range  for  the  predefined  LONG_FLOAT  ^e.  For  a  32-Dit  machine  this  may  be  the  range 
and  accuracy  of  16-bit  simed  floating  point  representation  for  SHORT_FlJOAT  and  the 
range  and  accuracy  of  64- bit  signed  floating  point  representation  for  LONGJFLOAT, 
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Chapter  8 


Order  Dependencies 

TOPIC:  EFFECT  OF  INCORRECT  ORDER  DEPENDENCIES 

Question:  What  is  the  effect  of  incorrect  order  dependencies? 

Reference:  RM  1.6(9).  1  -  Explicit 

Index  Terms:  Order  Dependence 
Rationale: 

The  user  may  wish  to  know  the  effect  of  incorrect  order  dependencies  (e.g.,  does  the 
compiler  raise  PROGRAM_ERROR).  This  question  applies  for  all  specific  instances 
indicated  as  questions  in  other  chapters. 

Example: 

S,  T :  STRING  (1..4); 

G  :  POSITIVE  :=  1; 

function  F  return  POSITIVE  is 
begin 

G:=  G  +  1; 
return  G  - 1; 
end  F; 


S(F..F):=T(F..F); 

Depending  on  the  order  of  evaluation,  the  assigiunent  statement  may  result  in  raising 
CONSTRAINT_ERROR,  or  different  slices  may  be  selected  in  legal  slice  assignments. 
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TOPIC;  EVALUATION  OF  DEFAULT  EXPRESSIONS 


Question:  In  what  order  are  default  expressions  for  components  of  a  record 

evaluated? 

Reference:  RM  3.2.1(15).!  -  Explicit 

Index  Terms:  Order  Dependence,  Numerics 
Rationale: 

The  results  of  default  initialization  of  record  components  may  vary  depending  on  the  order 
of  evaluation  of  the  expressions. 

Example: 

Assume: 

G  :  INTEGER  :=  0; 

,  function  F  return  INTCGER  is 

begin 

G:=  G  +  1; 
return  G  - 1; 
end  F; 


And: 

type  DANGEROUS_RECORD  is 
record 

A:  INTEGER  :=  F; 

B:  INTEGER  :=  F; 
end  record; 

DR:  DANGEROUS_RECORD; 

DR.A  and  DR.B  have  the  values  0  and  1,  or  1  and  0,  respectively,  depending  on  the  order  of 
evaluation  of  the  initialization  expressions. 
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TOPIC:  RANGE  CONSTRAINT  EVALUATION 

Question:  What  is  the  order  of  evaluation  of  simple  expressions  specifying  range 

bounds? 

Reference:  RM  3.5(5).  1  -  Explicit 

Index  Terms:  Order  Dependence,  Numerics 
Rationale: 

The  RM  permits  an  implementation  to  evaluate  the  simple  expressions  of  a  range 
constraint  in  any  order.  As  a  result,  a  program  may  execute  correctly  on  some 
implementations  but  not  on  others. 

Example: 

If  a  simple  ej^ression  contains  a  function  with  side  effects,  the  order  of  evaluation  of  the 
range  constraint  may  produce  different  results.  Consider  the  following: 

G  :  INTEGER  :=  0; 
function  F  return  INTEGER  is 
begin 

G:=  G  +  1; 
return  G  - 1; 
end  F; 


subtype  S  is  INTEGER  range  F..F; 

The  range  of  subtype  S  is  either  "0..1"  or  (i.e.,  null)  depending  upon  the  order  of 
evaluation  of  F. 
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TOPIC:  INDEX  EVALUATION  ORDER 

Question:  What  is  the  order  of  evaluation  for  ranges  of  index  constraints? 

Reference:  RM  3.6(10).!  -  Explicit 

Index  Terms:  Order  Dependence,  Numerics 
Rationale: 

Varying  the  order  of  evaluation  of  index  constraint  ranges  may  produce  different  effects. 
Example: 

If  a  simple  expression  contains  a  function  with  side  effects,  the  evaluation  of  the  index 
constraint  range  may  produce  different  results.  Consider  the  following: 

G:  INTEGER  :=  0; 

,  ffmction  F  return  IN^GER  is 

begin 

G:=  G  +  1; 
return  G  - 1; 
end  F; 

S  :  array  (F..F)  of  INTEGER; 

The  value  of  the  range  F..F  may  be  either  0..1  or  1..0,  depending  on  the  evaluation  order. 
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TOPIC:  COMPONENT  SUBTYPE  ELABORATION  ORDER 

Question:  What  is  the  order  of  the  elaboration  of  component  subtype  indications  for 

an  array? 

Reference:  RM  3.6(10).2  -  Explicit 

Index  Terms:  Order  Dependence,  Elaboration 
Rationale: 

Varying  the  order  of  elaboration  of  component  subtype  indications  may  produce  different 
effects. 

Example: 

If  a  simple  expression  contains  a  function  with  side  effects,  the  elaboration  of  component 
subtype  indications  may  produce  different  results.  Consider  the  following: 

'  G  :  INTEGER  :=  0; 

function  F  return  IhrTEGER  is 
begin 

G:=  G  +  1; 
return  G  - 1; 
end  F; 


S  :  array  (1..10)  of  INTEGER  range  F..F; 

The  value  of  the  range  F..F  may  be  either  0..1  or  1..0,  depending  on  the  elaboration  order. 
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TOPIC:  INDEX  C0NSTRAIP5TS 

Question:  In  what  order  are  index  constraints  evaluated? 

Reference:  RM  3.6. 1(  1 1).  1  -  Explicit 

Index  Terms:  Order  Dependence,  Numerics 
Rationale: 

Index  constraints  may  be  different  if  the  order  of  evaluation  of  constraint  limits  is  changed. 
Example: 

If  a  simple  expression  contains  a  function  with  side  effects,  the  evaluation  of  the  index 
constraint  may  produce  different  results.  Consider  the  following: 

G:  INTEGER  :=  0; 

type  ABC  is  array  (INTEGER  range  <> )  of  INTEGER; 

function  F  return  INTEGER  is 
begin 

G:=  G  +  1; 
return  G  - 1; 
end  F; 


S :  ABC  (F..F); 

The  index  constraint  of  S  is  either  "0..!"  or  "1..0"  (i.e.,  null)  depending  upon  the  order  of 
evaluation  of  F. 
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TOPIC:  DISCRIMINANT  CHECKS-FOR  INCOMPLETE  TYPES 


Question: 


Reference: 


When  a  discriminant  constraint  is  applied  to  a  private  type  before  its  full 
declaration  or  to  an  incomplete  ^e  before  its  full  declaration,  3.3.2(8)  and 
3.7.2(5)  require  that  if  a  discriminant  is  used  to  constrain  a  subcomponent, 
its  value  must  be  checked  for  compatibility  with  the  subcomponent’s  type. 
However,  prior  to  the  full  declaratioiv  no  subcomponents  exist  (other  than 
the  discriminants  themselves).  When  is  the  required  check  performed? 

RM  3.7.2(5).l  -  Implicit 


Index  Terms:  Order  Dependence,  Exceptions 


Rationale: 


AI-00007  indicates  that  two  choices  were  considered  in  deciding  when  the  deferred  check 
m.ust  be  performed; 


1)  perform  a  deferred  check  as  soon  as  possible,  i.e.,  when  each  component  subtype 
definition  using  a  discriminant  is  elaborated;  and 


2)  perform  a  deferred  check  when  the  type  being  constrained  is  "completely" 
declared,  i.e.,  when  all  subcomponents  have  been  declared. 


The  recommended  solution  allows  deferred  checks  to  be  performed  in  accordance  with 
choice  1  and  requires  that  deferred  checks  be  performed  no  later  than  in  accordance  with 
choice  2.  To  see  the  differences  between  the  choices  and  the  consequences  of  the 
recommendation,  consider  the  following; 


-74- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Order  Dependence 


Discriminiant  checics  for  incomplete  types  (continued) 

Example: 

package  P  is 

subtype  Int7  is  Integer  range  1..7; 
sub^e  Int6  is  Integer  range  1..6; 
subtype  Int5  is  Integer  range  1..5; 

type  T_Int7  fD7  :  Int7)  is  private; 

^e  TJ[nt6  ( D6  :  Int6)  is  private; 

^e  T_Int5  (D5  :  Int5)  is  private; 

subtype  T_Cons  is  T_Int7(6);  --  (1) 

private 

type  T_Int7  (D7  :  Int7)  is 
record 

C76  :  T_Int6(D7);  -  (2) 

end  record; 

,  type  TJ[nt6  (D6  :  Int6)  is 
record 

C65  :  TJ[nt5(D6);  -  (3) 

CF  :  T_Int5(Func); 
end  record;  -  (4) 

type  T_Int5  (D5  :  Int5)  is 
record 

CF  :  String  (Func ..  D5);  -  (5) 
end  record;  -  (6) 

end  P; 

In  this  example,  the  full  declaration  of  T_Int7  is  not  the  complete  declaration  of  T_Int7 
because  the  declaration  of  T_Int6  is  not  yet  complete.  Similarly,  T_Int6’s  full  declaration  is 
not  the  complete  declt^ation  for  T_Int6  or  for  T_Int7  because  of  the  use  of  TJnt5.  Finally, 
T_Int5’s  full  declaration  is  a  complete  declaration  for  T_Int5  and  so  completes  the 
declaration  of  T_Int6  and  T_Int7. 

CONSTRAINT_ERROR  would  be  raised  at  point  (1)  (in  accordance  with  the  first 
compatibility  check)  if  the  discriminant’s  value  were  not  in  the  range  1..7.  Since  it  is  in  the 
required  range,  no  exception  is  raised.  Subsequent  checks  are  deferred  compatibility 
checks  that  depend  on  the  use  of  the  discriminant  in  T_Int7’s  full  type  declaration.  The 
declaration  at  (2)  requires  yet  another  deferred  check,  since  TJnt6  has  not  yet  been  fully 
(or  completely)  declared,  and  similarly  the  declarations  at  (3)  require  deferred  checks.  At 
the  end  of  T_Jnt5’s  declaration,  T_InD,  T_lnt6,  and  TJ[nt7  have  oeen  completely  declared 
and  no  additional  deferred  checks  are  required.  The  recommendation  requires  that  all 
deferred  checks  for  types  whose  declaration  is  completed  by  T_Int5’s  declaration  be 
performed  no  later  than  point  (6).  Since  the  value  6  is  not  compatible  with  D6’s  use  at 
point  3,  the  checks  oeferred  from  point  (2)  and  point  (1)  will  require  that 
CONSTRAINT_ERROR  be  raised.  The  exception  can  be  raised  at  any  point  between 
point  (3)  (the  first  point  at  which  a  deferred  check  can  fail)  and  point  (6)  (the  point  by 
which  ail  deferred  checks  in  this  example  must  have  been  completed). 
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TOPIC:  DISCRIMINANT  EVALUATION  ORDER 

Question:  What  is  the  order  of  evaluation  of  discriminant  associations? 

Reference:  RM  3.7.2(13).!  -  Explicit 

Index  Terms:  Order  Dependence 
Rationale: 

A  discriminant  constraint  may  vary  based  on  the  order  of  evaluation  of  the  discriminant 
associations. 

Example: 

type  A_REC  (A_SIZE,  B_SIZE  :  INTEGER)  is 
record 

end  record; 

¥ 

G  :  INTEGER  :=  100; 
function  F  return  INTEGER  is 
begin 

G  :=  G  +  1; 
return  G; 
end  F; 


S  :  A_REC  (F,  F); 

The  values  for  A_SIZE  and  B_SIZE  in  record  S  are  either  101  and  102,  or  102  and  101, 
respectively,  depending  upon  the  order  of  evaluation  of  F. 
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TOPIC:  ORDER  OF  ELABORATION  CHECKS  AND  PARAMETER 

EVALUATION 

Question:  Is  the  check  that  the  body  of  a  subprogram  has  been  elaborated  made 

before  or  after  the  parameters  of  a  have  been  evaluated?  The 
corresponding  question  arises  for  generic  insta^itiations. 

Reference:  RM  3.9(5).  1  -  Implicit 

Index  Terms:  Elaboration,  Runtime  Checks,  Order  Dependence 
Rationale: 

AI-00406  states: 

"It  is  not  defined  whether  the  check  that  the  body  of  a  subprogram  has  been  elaborated  is 
made  before  or  after  the  actual  parameters  of  a  call  have  been  evaluated. 

Similarly,  it  is  not  defined  whether  the  check  that  the  body  of  a  generic  unit  has  been 
elaborated  is  made  before  or  after  the  generic  actual  parameters  of  an  instantiation  have 
been  evaluated." 

Example: 

If  a  procedure  is  called  with  a  function  as  an  actual  (or  default)  parameter,  and  the 
procedure  body  has  not  yet  been  elaborated,  an  implementation  may  execute  the  procedure 
prior  to  raising  PROGRAMJERROR.  This  may  change  the  behavior  of  the  program, 
although  the  program  is  clearly  in  error. 
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TOPIC:  EVALUATION  OF  AN  INDEXED  COMPONENT 


Question: 
Reference: 
Index  Terms: 
Rationale: 


In  what  order  are  the  expressions  in  an  indexed  component  evaluated? 
RM  4.1.1(4).l  -  Explicit 
Order  Dependence 


Tne  side  effects  of  the  expression  evaluation  may  be  different  based  on  the  order  of 
evaluation  chosen.  The  expressions  found  in  a  prefix  may  be  evaluated  before  the 
expressions  for  the  indices  of  the  indexed  component  or  vice  versa.  Likewise,  the 
expressions  within  the  pre^  or  the  expressions  for  the  indices  may  be  evaluated  in  either 
lett-to-right  or  right-to-left  order. 

Example: 

The  evaluation  of  an  indexed  component  evaluates  the  index  expressions  and  the  prefix  in 
an  order  that  is  not  defined  by  the  language.  Since  some  order  is  chosen,  this  means  that  if 
any  evaluable  construct  in  a  prefix  is  evaluated,  then  all  such  constructs  must  be  evaluated 
before  evaluating  the  index  expressions,  or  vice  versa.  The  following  example  illustrates 
this  point: 


type  A_ARRAY  is  array  (1..20, 1..20)  of  INTEGER; 
function  FUNCX  (X,Y  :  INTEGER)  return  A_ARRAY; 

...  FUNCX  (FI,  F2)  (F3,  F4) ... 

Assuming  that  FI,  F2,  F3,  and  F4  are  functions  with  side  effects,  then  the  following 
evaluation  orders  are  allowed: 

FI,  F2,  F3,  F4 
F3,  F4,  FI,  F2 
F2,  FI,  F3,  F4 
F3,  F4,  F2,  FI 
FI,  F2,  F4,  F3 
F4,  F3,  FI,  F2 
F2,  FI,  F4,  F3 
F4,  F3,  F2,  FI 

All  other  evaluation  orders  are  not  permitted. 
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TOPIC:  EVALUATION  OF  A  SLICE 

Question:  In  what  order  are  the  expressions  in  a  slice  evaluated? 

Reference:  RM  4.1.2(4).l  -  Explicit 

Index  Terms:  Order  Dependence 
Rationale: 

The  side  effects  of  the  expression  evaluation  may  be  different  based  on  the  order  of 
evaluation  chosen.  The  expressions  found  in  a  prefix  may  be  evaluated  before  the 
expressions  for  the  range  of  the  slice  or  vice  versa.  Likewise,  the  expressions  within  the 
prefix  or  the  eraressions  for  the  range  of  the  slice  may  be  evaluated  in  either  left-to-right  or 
right- to-left  oroer. 

Example: 

The  evaluation  of  a  slice  evaluates  the  expressions  of  the  range  and  the  prefix  in  an  order 
that  is"  not  defined  by  the  language.  Since  some  order  is  chosen,  this  means  that  if  any 
evaluable  construct  in  a  prefix  is  evaluated,  then  all  such  constructs  must  be  evaluated 
before  evaluating  the  range  expressions  of  the  slice,  or  vice  versa.  The  following  example 
illustrates  this  point: 

type  B_ARRAY  is  array  (1..20)  of  INTEGER; 
fonction  FUNCX  (X,  Y :  INTEGER)  return  B^RAY; 

...  FUNCX  (FI,  F2)  (F3..F4) ... 

Assuming  that  FI,  F2,  F3,  and  F4  are  functions  with  side  effects,  then  the  following 
evaluation  orders  are  allowed: 

FI,  F2,  F3,  F4 
F3,  F4,  FI,  F2 
F2,  FI,  F3,  F4 
F3,  F4,  F2,  FI 
FI,  F2,  F4,  F3 
F4,  F3,  FI,  F2 
F2,  FI,  F4,  F3 
F4,  F3,  F2.  FI 

All  other  evaluation  orders  are  not  permitted. 
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TOPIC;  EVALUATION  ORDER  OF  COMPONENT  EXPRESSIONS  IN  A 
RECORD  AGGREGATE 


Question: 

Reference: 
Index  Terms: 


In  what  order  are  the  expressions  in  the  component  associations  of  a  record 
aggregate  evaluated? 

RM  4.3. 1(3).  1  -  Explicit 

Order  Dependence,  Records 


Rationale: 


AI-00189  clarifies  this  implementation  dependency  by  stating: 

"If  an  array  aggregate  or  string  literal  is  an  expression  in  a  record  aggregate  and  a  bound  of 
the  array  aggregate  or  string  literal  is  determined  by  the  value  of  a  discriminant,  the 
expression  giving  the  value  of  that  discriminant  is  evaluated  before  the  array  aggregate  or 
literal  is  evaluated;  otherwise,  the  expressions  given  in  the  component  associations  of  a 
record  aggregate  are  evaluated  in  some  order  that  is  not  defined  by  the  language." 

The  value  of  the  aggregate  may  be  different  based  on  the  order  of  evaluation  chosen. 

Example: 

In  the  evaluation  of  a  record  aggregate,  the  expressions  in  the  component  associations  are 
evaluated  in  an  order  that  is  not  defined  by  the  language.  As  an  example,  for  the  record 
aggregate: 


...  (A  =  >  FUNX,  B  =  >  FUNY,  C  =  >  FUNZ) ... 


the  order  of  evaluation  might  be  FUNX,  FUNY,  FUNZ  or  FUNZ,  FUNY,  FUNX,  as  well 
as  others.  If  FUNX  or  FUNZ  affect  each  other  either  directly  through  common  global 
variables  or  indirectly  through  calls  to  the  runtime  system,  the  behavior  or  the  results  of 
those  evaluations  may  be  different. 
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TOPIC:  EVALUATION  ORDER  OF  COMPONENT  ASSOCUTIONS  IN  AN 

ARRAY  AGGREGATE 


Question: 


In  what  order  are  the  expressions  for  component  associations  in  an  array 
aggregate  evaluated? 


Reference:  RM  4.3.2(10).l  -  Explicit 

Index  Terms:  Order  Dependence,  Arrays 


Rationale: 


The  expressions  in  component  associations  may  be  evaluated  in  any  arbitrary  order.  The 
value  of  the  array  aggregate  may  be  different  based  on  the  order  of  evaluation  chosen. 

Example: 

In  the  evaluation  of  an  array  aggregate,  the  expressions  in  the  component  associations  are 
evaluated  in  an  order  that  is  not  defined  by  the  language.  As  an  example  for  the  array 
aggregate: 


...  (1..10  =  >  FUNX,  11..100  =  >  FUNY,  101..150  =  >  FUNZ) ... 

the  order  of  evaluation  mifiht  be  FUNX,  FUNY,  FUNZ  or  FUNZ,  FUNY,  FUNX,  as  well 
as  others.  If  FUNX  or  FUNZ  affect  each  other,  either  directly  through  common  global 
variables  or  indirectly  throu^  calls  to  the  runtime  system,  the  behavior  or  the  results  of 
those  evaluations  may  be  difterent. 
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TOPIC:  ORDER  OF  CONSTRAINT  CHECKING 

Question:  Are  constraints  on  choices  or  on  the  values  of  expressions  of  component 

associations  checked  before  all  choices  of  expressions  are  evaluated? 

Reference:  RM  4.3.2(  1 1 ).  1  -  Explicit 

Index  Terms:  Order  Dependence,  Runtime  Checking 

Rationale: 

The  check  that  the  value  of  an  index  in  an  array  aggregate  belongs  to  an  index  subtype  can 
be  made  before  or  after  all  choices  have  been  evaluated.  Similarly,  the  check  that  a 
subcomponent  value  belongs  to  the  subcomponent’s  subtype  can  be  performed  before  or 
after  all  subcomponent  expressions  have  been  evaluated.  It  the  consequence  of  performing 
a  constraint  check  is  to  raise  an  exception,  then  an  additional  consequence  is  that  certain 
expressions  or  choices  may  not  yet  have  been  evaluated. 

Reference  AI-00018. 

* 

Example: 

Take  the  simple  aggregate  below: 

...  (1..5  =  >  EXPX,  6..  10  =  >  EXPY) ... 

Implementations  are  free  to  generate  code  that  performs  constraint  checking  either  after 
one  or  both  expressions  are  evaluated.  Assume  that  the  side  effects  from  evaluating  the 
expressions  in  any  implementation  will  cause  the  value  of  EXPY  to  raise  a 
CONSTRAINTJERROR  if  it  is  evaluated  before  EXPX.  If  an  implementation  performs 
constraint  checking  after  each  emression  is  evaluated,  then  the  EXPX  will  not  be  evaluated 
if  the  order  of  evaluation  is  EXPY,  EXPX. 
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TOPIC:  EVALUATION  OF  OPERANDS  IN  AN  EXPRESSION 

Question:  In  what  order  are  the  operands  in  an  expression  evaluated? 

Reference:  RM  4.5(5).l  -  Explicit 

Index  Terms:  Order  Dependence,  Numerics 
Rationale: 

The  value  of  the  operand  may  be  different  based  on  the  order  of  evaluation  chosen.  The 
operands  found  in  expressions  may  be  evaluated  in  any  order. 

Example: 

In  the  evaluation  of  an  expression,  the  operands  in  the  expression  are  evaluated  in  an  order 
that  is  not  defined  by  the  language.  As  an  example,  for  the  expression: 

OPNDX  +  OPNDY  +  OPNDZ 

¥ 

the  order  of  evaluation  might  be  OPNDX,  OPNDY,  OPNDZ  or  OPNDZ,  OPNDY, 
OPNDX,  as  well  as  others.  If  OPNDX  or  OPNDZ  affect  each  other  either  directly  through 
common  global  variables  or  indirectly  through  calls  to  the  runtime  system,  the  behavior  or 
the  results  of  those  evaluations  may  be  different. 
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TOPIC;  ASSIGNMENT  STATEMENT  EVALUATION 

Question:  In  what  order  are  the  variable  name  and  expression  evaluated  in  an 

assignment  statement? 

Reference:  RM  5.2(3).  1, 5.2(4).  1  -  Explicit 

Index  Terms:  Order  Dependence,  Erroneous  Execution 

Rationale: 

If  the  evaluation  of  the  variable  name  or  the  expression  has  side  effects,  the  order  of 
evaluation  could  affect  the  result. 

Note  that  AI-00333  restricts  the  implementation  flexibility  somewhat: 

"In  an  assignment,  the  variable  name  and  the  expression  are  evaluated  in  some  order  that  is 
not  defined  by  the  language,  except  when  the  evaluation  of  the  expression  depends  on  the 
subtype  of  the  variable  and  this  subtype  can  only  be  determined  by  evaluating  the  variable; 
in  this  case,  'the  variable  is  evaluated  first.  (Such  a  situation  can  occur  only  when  the 
expression  is  a  string  literal  or  an  array  aggregate  having  positional  associations  or  an  others 
choice,  since  the  applicable  index  constraint  in  these  cases  is  given  by  the  subtype  of  the 
variable.) 

Example: 

procedure  ASSIGN  is 
A :  array  (1..4)  of  INTEGER; 

I:  INTEGER  :=  4; 

function  SIDE_EFFECT  return  INTEGER  is 
begin 
I:=  5; 
return  3; 

end  SIDE_EFFECT; 

begin  -  ASSIGN 

A(I):=  SIDE_EFFECT; 
end  ASSIGN; 

The  effect  of  this  program  depends  on  whether  SIDEJEFFECT  is  evaluated  before  or  after 
A  (I).  If  evaluated  before,  then  A  (I)  will  raise  CONSTRAlNT_ERROR.  If 
SIDE_EFFECT  is  evaluated  after  A  (I)  (or  after  the  value  of  I  is  determined),  then 
SIDE_EFFECrs  value  will  be  assigned  to  A  (4).  Regardless  of  the  evaluation  order,  it  is 
not  acceptable  to  assign  a  value  to  a  nonexistent  component  of  A,  namely  A  (5). 
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Assignment  Statement  Evaluation  (Continued) 

The  RM  explicit!)'  specifies  one  circumstance  under  which  evaluation  order  can  make  a 
program’s  execution  erroneous,  namely,  a  program  is  erroneous  if  the  evaluation  of  an 
assignment  expression  changes  the  discnminant  of  a  target  variable: 


type  DISCRIM  is  (INT,  FLT); 

type  VR  (D  :  DISCRIM  :=  INT)  is  -  a  Variant  Record 
record 
case  D  is 
when  INT  => 

I ;  INTEGER; 
when  FLT  =  > 

F :  FLOAT; 
end  case; 
end  record; 

'  R  :  VR;  -  R  has  default  discriminant 

function  F  return  INTEGER  is 
begin 

R:=(D=>FLT,F=>2.0): 
return  1; 
end  F; 

R:=  (D  =  >  INT,I  =>  0); 

R.I :  =  F;  -  erroneous 

Since  the  evaluation  of  F  changes  the  discriminant  of  R,  the  assignment  is  erroneous. 
Because  the  RM  defines  this  situation  to  be  erroneous,  an  implementation  is  allowed  to 
assume  that  the  expression  does  not  change  the  discriminant  of  the  target  variable. 
Consequently,  an  implementation  can  evaluate  R.I  (checking  that  I  exists  for  R’s  current 
discriminant  value),  evaluate  F,  and  then  assign  Fs  value  to  the  location  that  is  normally 
occupied  by  R.I,  even  tho^h  this  assignment  may  produce  an  invalid  floating  point  value 
for  R.F.  Note  that  if  F  is  evaluated  first,  then  the  evaluation  of  R.I  will  raise 
CONSTRAINT_ERROR,  since  I  is  not  a  valid  selector  when  R.D  =  FLT  (RM  4.1.3(8)). 


-85- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Order  Dependence 


TOPIC:  ORDER  OF  EVALUATION  OF  PARAMETER  ASSOCIATIONS 


Question: 
Reference: 
Index  Tenns: 


In  what  order  are  parameters  evaluated? 

RM  6.4(6).  1  -  Explicit 

Order  Dependence,  Subprogram  Parameters 


Rationale: 

The  value  of  actual  parameter  expressions  may  be  different  based  on  the  order  of 
evaluation  chosen.  The  actual  parameter  expressions  may  be  evaluated  in  any  order. 


Example: 

In  the  following  code  fragment,  side  effects  resulting  from  the  order  in  which  the  parameter 
associations  are  performed  may  change  program  execution. 

GLOBAL :  INTEGER  :=  0; 


function  INCREMENT_GLOBAL  return  INTEGER  is 
begin 

CfLOBAL:=  GLOBAL  +  1; 
return  GLOBAL; 
end  INCREMENT_GLOBAL; 

procedure  USE_GLOBAL  (USE_1,  USE_2 :  INTEGER)  is 
begin 

inJSE_l  =  USE_2  then 

-  execution  may  depend  upon  order  of  evaluation  of 
--  parameter  associations. 


end  if; 


end  USE_GLOBAL; 

USE_GLOBAL  (INCREMENT_GLOBAL,  GLOBAL): 
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TOPIC:  ORDER  OF  PARAMETER  COPY-BACK 

Question:  In  what  order  are  parameters  of  modes  out  and  in  out  copied  back  at  the 

completion  of  a  subprogram  call? 

Reference:  RM  6.4(6).2  -  Explicit 

Index  Terms:  Order  Dependence,  Subprogram  Parameters 

Rationale: 

The  order  in  which  parameters  are  copied  back  may  affect  the  functional  result  of  a 
program. 

Example: 

In  the  following  code  fragment,  an  exception  is  raised  as  a  result  of  updating  an  out 
parameter.  The  value  of  the  other  out  parameter  depends  upon  the  order  in  which  out 
paranieters  are  copied  back. 

procedure  P  (A,  B  :  out  INTEGER)  is 
begin 
A:=  -1; 

B:=  5; 
end  P; 


procedure  Q  is 
X:  POSITIVE  -  1; 
Y:  POSITIVE  :=  1; 
begin 
P  (X,  Y); 


exception 

when  CONSTRAINT_ERROR  =  > 
--  Value  of  Y  may  be  either  1  or  5. 
end  Q; 
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TOPIC:  GUARD  CONDITION  EVALUATION 

Question:  What  is  the  order  of  evaluation  for  guard  conditions  in  a  selective  wait? 

Reference:  RM  9.7. 1(5).  1  -  Explicit 

Index  Terms:  Order  Dependence,  Tasking 
Rationale: 

The  order  of  evaluation  may  cause  different  guards  to  be  open  if  the  evaluation  of  the 
guards  has  side  effects. 

Example: 


GLOBALJBOOLEAN  :  BOOLEAN  :=  TRUE; 


function  SIDE_EFFECr  return  BOOLEAN  is 
begin 

CjLOBALJBOOLEAN  :=  not  GLOBAL-BOOLEAN; 
return  GLOBAL-BOOLEAN; 
end  SIDE-EFFECT; 


task  body  T1  is 


begin 

select 

when  GLOBAL-BOOLEAN  =  > 
accept  A; 
or 

when  SIDE_EFFECT  =  > 
accept  B; 
end  select; 
end  Tl; 

Depending  on  the  order  of  evaluation  of  the  guards,  the  select  statement  may  cause 
PROGR/^LERROR  to  be  raised  (due  to  an  incorrect  order  dependency). 
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TOPIC:  ELABORATION  ORDER  OF  COMPILATION  UNITS 

Question:  In  what  order  are  compilation  units  elaborated? 

Reference:  RM  10.5(2).!  -  Explicit 

Index  Terms:  Elaboration,  Order  Dependence 
Rationale: 

The  elaboration  of  these  units  and  of  the  corresponding  unit  bodies  is  performed  in  an 
order  consistent  with  the  partial  ordering  defined  by  the  with  clauses.  There  may  be  several 
elaboration  orders  which  are  legal  and  which  may  have  different  results  during  elaboration. 

Example: 

For  the  main  program: 

with  A,  B; 
procedure  X  is ... 

A  and  B  can  be  elaborated  in  any  order,  assuming  there  are  no  dependencies  be^een 
them.  The  elaboration  of  A  and  B  may  have  side  effects  due  to  common  global  variables 
that  may  cause  different  elaboration  results. 
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TOPIC:  PROGRAM_ERROR 

Question:  Is  PROGRAM_ERROR  ever  raised  because  of  incorrect  order 

dependencies? 

Reference:  RM  11.1(7).2  -  Explicit 

Index  Terms:  Order  Dependence,  Exceptions 
Rationale: 

If  PROGRAM_ERROR  is  raised  because  of  an  incorrect  order  dependency,  the  user 
would  like  to  know  what  the  circumstances  are  so  the  user  can  handle  the  exception  if 
appropriate. 

Example: 

Consider  the  following  example; 

'  G  :  POSITIVE  :=  1; 

S.  T :  STRING  (1..4); 

function  F  return  POSITIVE  is 
begin 

G:=  G  +  1; 
return  G  - 1; 
end  F; 


S(F..F);=T(F..F); 


The  calls  to  the  function  F  will  result  in  a  different  slice  of  the  string  T  being  assigned  into 
the  string  S,  depending  on  the  order  of  evaluation  for  the  tmerands  of  the  assignment 
statement.  An  implementation  could  choose  to  raise  PROGRAM_ERROR  in  this 
situation. 
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TOPIC:  ELABORATION  OrCENERIC  INSTANTIATIONS 


Question: 
Reference: 
Index  Terms: 
Rationale: 


In  what  order  are  explicit  generic  actual  parameters  evaluated? 
RM  12.3(17).!  -  Explicit 
Order  Dependence,  Elaboration 


For  each  elaboration  of  a  generic  instantiation,  expressions  (and  names,  see  AI-00365)  that 
are  supplied  as  explicit  generic  actual  parameters  or  as  constituents  of  variable  names  or 
entry  names  may  be  evaluated  in  some  order  not  defined  by  the  language.  For  expressions 
with  side  effects,  the  order  of  evaluation  may  affect  the  results  of  the  program. 

Example: 

Consider  the  following  example: 

'  generic 

A,  B  :  in  out  INTEGER; 
procedure  G_TEST  is 
begin 

end  G_TEST; 

type  TEST_ARRAY  is  array  (INTEGER  range  <> )  of  INTEGER; 

G  :  INTEGER  :=  0; 

H :  TEST_ARRAY  (0..3); 

function  F  return  INTEGER  is 
begin 

G:=  G  +  1; 
return  G  - 1; 
end  F; 


procedure  G_TEST_1  is  new  G_TEST  (A  =  >  H  (F),  B  =  >  H  (F)); 

Depending  on  the  order  of  evaluation,  A  is  associated  with  the  zeroth  element  of  the  array 
and  B  is  associated  with  the  first  element  of  the  array  or  vice  versa. 
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Chapter  9 


Erroneous  Programs 

TOPIC:  EFFECT  OF  ERRONEOUS  EXECUTION 

Question:  What  is  the  effect  of  erroneous  execution? 

Reference:  RM  1.6(7).  1  -  Explicit 

Index  Terms:  Erroneous  Execution 
Rationale: 

The  RM  states  that  "the  effect  of  erroneous  execution  is  unpredictable".  However,  each 
implementation  will  deal  with  specific  instances  of  erroneous  code  in  (generally) 
predictable  ways.  Consequently,  the  user  may  wish  to  know  the  effect  of  erroneous  program 
execution.  This  question  applies  for  all  specific  instances  indicated  as  questions  in  other 
chapters.  ' 

Example: 


A :  INTEGER;  -  With  the  assumption  the  compiler  will 
-  initialize  all  integer  variables  to  the 
“  integer  value  0 

If  correct  execution  of  the  prowam  depends  on  the  assumed  value  of  A,  the  program  is 
erroneous.  Thus,  given  a  procedure  with  the  following  specification: 

procedure  ABC  (IN_PARAM  :  in  out  POSITIVE); 


-  The  following  sequence  is  erroneous: 

A :  POSITIVE;  -  Value  is  undefined 

i^C  (IN_PARAM  =  >  A);  —  Value  of  A  is  undefined 
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TOPIC;  EVALUATION  OF  SCALAR  VARIABLES 

Question:  What  is  the  value  of  a  scalar  variable  that  has  not  been  initialized? 

Reference:  RM  3.2.1(17).!,  3.2.1(18).!  -  Explicit 

Index  Terms:  Undefined  Values,  Erroneous  Execution 
Rationale: 

The  execution  of  a  program  is  erroneous  if  it  attempts  to  reference  a  scalar  variable  with  an 
undefined  value,  or  attempts  to  apply  a  predefined  operator  to  a  variable  with  a  scalar 
subcomponent  having  an  undefinedTvalue. 

Example: 

Given  a  procedure  with  the  following  specification: 

procedure  ABC  (IN_PARAM :  in  out  POSITIVE); 

¥ 

--  The  following  sequence  is  erroneous: 

A :  POSITIVE;  ~  Value  is  undefined 

ABC  (IN_PARAM  =  >  A);  -  Value  of  A  is  undefined 
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TOPIC:  PROGRAM_ERROR 

Question:  Is  PROGRAMJERROR  ever  raised  because  of  an  erroneous  program? 

Reference:  RM  11.1(7).!  -  Explicit 

Index  Terms:  Erroneous  Execution,  Exceptions,  Runtime  Checking 
Rationale: 

If  PROGRAM_ERROR  is  raised  when  an  erroneous  action  occurs,  the  user  would  like  to 
know  what  the  circumstances  are,  so  the  user  can  handle  the  exception  if  appropriate. 

Example: 

Consider  the  following  example; 

type  DISCRIM  is  (INT,  FLT); 
type  VR  (D  :  DISCRIM  ;=  INT)  is 
'  record 

case  D  is 
when  INT  =  > 

I :  INTEGER; 
when  FLT  *  > 

F :  FLOAT; 
end  case; 
end  record; 

R:  VR; 


function  F  return  INTEGER  is 
begin 

R;=  (D  =  >  FLT, F  =  >  2.0); 
return  1; 
end  F; 


R:=  (D  =>  INT,I  =  >  0); 

R.I :  =  F;  --  erroneous 

Since  the  evaluation  of  F  changes  the  discriminant  of  R,  the  assignment  is  erroneous  (RM 
5.2(4)).  Since  this  assignment  is  known  to  be  erroneous,  an  implementation  could  choose  to 
raise  PROGRAM_ERROR. 
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TOPIC:  ACCESSING  UNCHECKED  DEALLOCATED  OBJECTS 


Question: 

Reference: 
Index  Terms: 
Rationale: 


What  is  the  effect  of  accessing  an  unchecked  deallocated  object  through  a 
redundant  designator? 

RM  13.10.1(6).!  -  Implicit 

Erroneous  Execution,  Access  Type 


The  RM  states  that  an  deallocated  object  which  is  accessed  through  a  redundant  designator 
is  erroneous.  While  the  effect  of  such  an  access  is  not  defined  by  the  language,  an 
implementation  will  choose  some  action  to  be  performed  to  handle  this  problem  at  runtime. 


Example: 


An  implementation  may  choose  to  provide  an  elaborate  runtime  check  to  ensure  there  are 
no  other  references  when  the  FREE  procedure  is  invoked.  That  is,  when  X  and  Y 
desigrlate  the  same  object  and  FREE  (X)  is  executed,  the  runtime  may  supply  a  special 
value  to  Y,  which  indicates  the  object  is  no  longer  available.  If  Y  is  not  changed,  the  next 
access  through  Y  would  be  capable  of  raising  an  exception. 
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Chapter  10 


Exception  Issues 

TOPIC:  EXCEPTION  REPRESENTATION 


Question: 
Reference: 
Index  Terms: 
Rationale: 


How  are  exceptions  represented? 

RM  11.1(1).! -Implicit 

Exceptions,  Optimization  (Time  and  Space) 


An  exception  must  be  unambiguously  represented  in  an  executing  Ada  program.  How  the 
mapping  from  the  exception  name  to  an  underlying  representation  is  done  may  have  an 
impact  on  the  speed  and  size  of  the  generated  code. 

Example: 

Some  implementations  represent  an  exception  as  a  pointer  to  a  string  containing  the  actual 
exception  name.  This  is  useful  for  debugging  and  error  reporting.  However,  for  an 
embedded  system  where  no  textual  I/O  is  available,  it  may  be  wasteful  to  keep  the  string 
representation  of  every  exception  name  in  memory. 
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TOPIC:  IMPLEMENTATION-DEFINED  EXCEPTIONS 

Question:  What  additional  exceptions  are  provided? 

Reference:  RM  11.1(4).!  -  Implicit 

Index  Terms:  Exceptions 

Rationale: 

Users  may  wish  to  handle  these  exceptions.  As  such,  it  is  necessary  to  know  what  these 
exceptions  are  and  under  what  circumstances  they  can  be  raised. 

Example: 

One  Ada  implementation  defines  an  exception  NON.j\DA_ERROR  in  package  SYSTEM. 
This  exception  is  raised  when  non-Ada  code  is  imported  into  an  Ada  program,  and  that 
code  then  signals  a  condition.  The  user  can  then  explicitly  handle  this  exception  in  an 
exception  handler  in  the  Ada  code. 
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TOPIC;  EXCEPTION  HANDLER  OVERHEAD 

Question:  What  is  the  overhead  if  a  frame  has  an  exception  handler  associated  with  it? 


Reference:  RM  1 1.2(3).  1  -  Implicit 

Index  Terms:  Exceptions,  Optimization  (Time) 

Rationale: 

Since  exceptions  are  used  to  indicate  "exceptional  situations",  exception  handlers  should  not 
be  executed  during  normal  program  execution.  It  may  therefore  be  desirable  to  have 
minimal  overhead  associatea  with  entering  and  exiting  a  frame  that  has  an  exception 
handler. 

Example: 

Consider  the  following  example  (Reference  RM,  11.4.1(11)); 

function  FACTORIAL  (N  ;  POSITIVE)  return  FLOAT  is 
begin 

if  N  =  1  then 
return  1.0; 
else 

return  FLOAT  (N)  •  FACTORIAL  (N-1); 
end  if; 
exception 

when  NUMERIC_ERROR  =  >  return  FLOArSAFE_LARGE; 

-  SEE  AI-00387 
end  FACTORIAL; 

If  the  overhead  for  entering  a  frame  with  an  exception  handler  is  significant,  the  execution 
time  for  this  function  might  be  higher  than  if  the  ftmction  had  been  written  to  explicitly 
check  the  operands  of  the  multiply  before  performing  the  multiply.  If  the  overhead  were 
low,  the  above  example  would  execute  faster  than  if  it  had  been  coded  with  explicit  checks. 
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TOPIC:  NON-ADA  EXCEPTIONS 

Question:  Are  "exceptions"  which  are  raised  in  non-Ada  subprograms  handled  by  Ada 

exception  handlers? 

Reference:  RM  11.2(6).!  -  Implicit 

Index  Terms:  Exceptions,  Foreign  Languages 

Rationale: 

When  a  non-Ada  subprogram  is  called,  the  user  must  be  aware  of  whether  or  not  it  can 
raise  any  exceptions.  If  it  can,  the  user  must  know  which  exceptions  it  can  raise,  how  they 
are  raised  and  if  they  are  propagated  to  the  Ada  unit  that  called  the  non-Ada  code. 

Example: 

Assume  a  non- Ada  function  is  called  from  an  Ada  subprogram.  During  the  execution  of  the 
function  a  divide  by  zero  is  performed.  If  the  non-Ada  language  does  not  support  a 
mechanism  for  handling  such  an  exception,  the  exception  might  be  propagated  as 
NUMERICJERROR  (SEE  AI-03387)  to  the  calling  Ada  subprogram. 


TOPIC:  MAIN  PROGRAM  TERMINATION 

Question:  What  happens  when  the  execution  of  the  main  program  is  abandoned  after 

an  unhandled  exception? 

Reference:  RM  11.4.1(5).!,  11.4.1(20).!  -  Explicit 

Index  Terms:  Program  Termination,  Exceptions 
Rationale: 


A  user  may  desire  to  intercept  such  exceptions  "outside  of  the  Ada  program. 

Example: 

On  many  host  systems  a  message  is  written  out  to  a  standard  output  device.  Or  perhaps  on 
an  embedded  system,  the  failure  of  an  Ada  program  for  a  specific  exception  could  trigger 
the  execution  or  an  error  recovery  program. 
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TOPIC:  CODE  MOTION 

Question:  How  do  optimizing  code  movement  and  exceptions  interact  to  affect  the 

results  of  code  sequences? 

Reference:  RM  11.6(11).!  -  Implicit 

Index  Terms:  Optimization  (Time),  Exceptions 

Rationale: 

Certain  code  movements  could  cause  an  exception  to  occur  earlier  than  its  textual  position 
would  indicate.  If  this  situation  can  arise,  the  user  may  want  to  enclose  statements  within  a 
block  to  get  control  over  where  the  exception  is  raised. 

Example: 

Consider  the  following  example  (cf.  Ada  Implementers  Guide,  pp.  11-14).  Since  the  order 
of  operand  evaluation  is  not  defined  by  the  language,  given: 

B  :  array  (1..30)  of  INTEGER; 

A,  D :  INTEGER; 

begin 
D:=  30; 

if  A  =  D  /  (A  -  3)  or  A  =  B  (50)  then  ... 
exception 


there  is  no  miarantee  that  NUMERIC_ERROR  (SEE  AI-00387)  will  be  raised  instead  of 
CONSTRAINT-ERROR  if  A  =  3.  Either  operand  of  the  or  statement  can  be  evaluated 
first.  Moreover,  if  CONSTRAINT JERROR  is  raised,  there  is  no  guarantee  that  D  =  30  in 
a  handler  for  this  exception,  since  B  (50)  can  be  evaluated  before  the  assignment  to  D  is 
performed. 


-100- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Exception  Issues 


TOPIC:  PRAGMA  SUPPRESS 

Question:  For  each  check  that  can  be  suppressed,  what  is  the  effect  (or  possible  effect) 

of  an  error  arising  with  that  check  being  suppressed? 

Reference:  RM  11.7(18).!  -  Explicit 

Index  Terms:  Optimization  (Time),  Exceptions,  Runtime  Checking 
Rationale: 


There  may  be  situations  where  pragma  SUPPRESS  has  been  used  to  prevent  a  check,  and 
an  error  condition  arises.  In  these  cases,  it  would  be  helpful  to  know  what  the  possible 
effects  are. 


Example: 

If  OVERFLOW_CHECK  is  suppressed,  some  implementations  of  floating  point  operations 
may  always  flag  the  floating  point  number  as  "not  a  number".  Other  implementations  may 
simply  generate  a  truncated  result. 


TOPIC:  IMPLEMENTATION-DEFINED  EXCEPTIONS 


Question:  What  implementation-defined  exceptions  are  available? 

Reference:  RM  14.1(ll).l  -  Explicit 

Index  Terms:  Exceptions,  Input-Output 
Rationale: 

The  availability  and  use  of  implementation-defined  exceptions  may  potentially  affect  the 
performance  and  transportability  of  a  program  unit. 

Example: 

A  program  unit  that  depends  upon  an  implementation-defined  exception  for  input-  output 
processing  may  not  be  transportable  when  combined  with  a  program  unit  that  is  executed 
under  an  implementation  that  does  not  support  the  exception. 
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Chapter  11 

Input-Output  Issues 

TOPIC:  FORM  PARAMETER 

Question:  What  system-dependent  characteristics  defined  in  the  FORM  parameter 

can  affect  input-output  operations? 

Reference:  RM  14.1(1).!  -  Explicit 

Index  Terms:  Input-Output 

Rationale: 

The  effects  of  system-dependent  characteristics  defined  in  the  FORM  parameter  may 
potentially  affect  input-output  operations.  Dependence  upon  these  effects  may  potentially 
affect  the  transportability  of  a  program  unit. 

AI-(X)278  also  clarifies  that:  "A  FORM  parameter  can  be  used  to  obtain  the  effect  of 
appending  to  a  text  or  sequential  file." 

Example: 

^  <lepend  upon  the  FORM  parameter  to  control  shared  access  to  an  externa) 

file.  This  program!  may  not  be  reusable/transportable  under  implementations  that  do  not 
support  the  explicit  sharing/nonsharing  of  files. 
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TOPIC:  EXTERNAL  FILE  STATUS 

Question:  What  is  the  disposition  of  the  external  file  associated  with  a  non-closed  file 

following  completion  of  the  main  program? 

Reference:  RM  14.1(7).!  -  Explicit 

Index  Terms:  Input-Output 

Rationale: 

The  disposition  of  the  external  file  associated  with  a  file  that  is  not  closed  prior  to 
completion  of  the  main  program  in  which  it  was  opened  may  potentially  affect  the  execution 
of  subsequent  programs.  Dependence  upon  a  specific  disposition  can  potentially  affect  the 
transportability  of  a  group  of  programs. 

Example: 

A  program  that  depends  upon  the  implementation  to  close  all  opened  files  upon  program 
completion  may  result  in  external  files  being  unavailable  to  subsequent  programs  under 
implementations  that  do  not  close  opened  files  and  leave  the  associated  external  files  as 
unavailable,  i.e.,  currently  in  use. 


TOPIC:  INPUT-OUTPUT  OF  ACCESS  TYPE  OBJECTS 

Question:  What  is  the  effect  of  input-output  for  access  type  objects? 

Reference:  RM  14.1(7).2  -  Explicit 

Index  Terms:  Input-Output,  Optimization  (Time) 

Rationale: 

The  facility  to  input  and  output  access  type  objects  may  potentially  affect  the  performance, 
reusability,  and  transportability  of  a  program  unit. 

Example: 

A  program  that  depends  upon  a  facility  to  output  and  then  subsequently  input  access  type 
objects  may  not  be  transportable  to  an  implementation  that  raises  USEJERROR  exception 
when  an  access  type  object  is  output. 
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TOPIC:  CONCURRENT  SHARINGOF  EXTERNAL  FILES 

Question:  What  are  the  effects  of  associating  more  than  one  file  with  a  single  external 

file? 


Reference:  RM  14.1(13).!  -  Explicit 

Index  Terms;  Input-Output,  Tasking 
Rationale: 


The  effects  of  sharing  an  external  file  among  more  than  one  file  can  affect  input-output 
operations.  Dependence  upon  these  effects  may  potentially  affect  the  reusability,  and 
transportability  of  a  program  unit. 

Example: 

A  program  that  depends  upon  the  facility  to  share  an  external  file  among  concurrently 
executing  tasks  may  not  be  tran^ortable  to  an  implementation  where  an  external  file  may 
only  be  associated  with  a  single  file.  In  such  implementations,  once  an  association  is  made, 
subsequent  attempts  to  associate  the  external  file  with  another  file  may  raise  exceptions. 

See  also  14.3.5(3).! 


TOPIC:  NULL  FORM  ARGUMENT  STRING 

Question:  What  is  the  effect  of  a  null  FORM  argument  string? 

Reference:  RM  14.2.1(3).3  -  Implicit 

Index  Terms:  Input-Output 
Rationale: 

The  use  of  a  null  FORM  argument  string  may  potentially  affect  the  reusability  and 
transportability  of  a  program  umt  when  a  file  is  created  or  opened. 

Example: 

A  program  that  depends  upon  the  implementation  to  provide  default  options  for  external 
files  may  not  be  transportable  or  reusable  under  implementations  that  require  a  non-null 
FORM  argument  string  when  creating  or  opening  a  file.  In  these  implementations  the 
exception  USE_ERROR  is  raised. 
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TOPIC;  FILE  I/O  NOT  SUPPORTED,  EXCEPTIONS  FOR 

Question:  What  exception  is  raised  if  file  lO  is  not  supported  and  a  file  is  opened? 

Reference:  RM  14.2.1(3).4  -  Implicit 

Index  Terms:  Input-Output,  Exceptions 

Rationale: 

AI-00332  indicates  that: 

"CREATE  and  OPEN  can  raise  USEJERROR  or  NAME_ERROR  if  file  creation  or 
opening  is  not  allowed  for  any  file." 

"In  discussing  this  issue,  it  was  noted  that  when  no  files  can  be  created  or  opened,  every 
attempt  to  create  a  temporary  file  will  raise  USE_ERROR;  NAMEJERROR  cannot  be 
raised  because  no  name  is  specified." 

_  < 

This  points  out  two  dependencies:  does  the  implementation  support  file  lO,  and  what 
exception  is  raised  if  a  file  operation  is  attempted  and  if  lO  is  not  supported? 

Example: 

Exception  handlers  for  systems  that  potentially  could  operate  on  runtime  environments 
which  cannot  support  file  lO  must  compensate  for  either  possibility: 

exception 

when  NAMEJERROR  |  USE_ERROR  =  >  -  maybe  file  lO  is  not  supported! 
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TOPIC:  CLOSING  TEMPORARY  FILES 

Question:  What  is  the  status  of  a  temporary  file  after  it  has  been  closed? 

Reference:  RM  14.2.1(9).!  -  Implicit 

Index  Terms:  Input- Output,  External  Files 
Rationale: 

The  status  of  the  external  file  associated  with  a  temporary  file  that  has  been  closed  may 
potentially  affect  the  performance,  reusability  and  transportability  of  a  program  unit. 

AI'00046  states: 

”1)  An  implementation  is  allowed  to  delete  a  temporary  file  immediately  after  closing  it. 

2)  The  NAME  function  is  allowed  to  raise  USE_ERROR  if  its  argument  is  associated  with 

an  external  file  that  has  no  name,  in  particular,  a  temporary  file." 

* 

Example: 

A  program  that  depends  upon  the  facility  to  access  the  external  file  associated  with  a 
temporary  file,  after  it  has  been  closed,  may  not  be  reusable  or  transportable  to  an 
implementation  that  does  not  support  the  facility.  The  following  code  fragment  illustrates 
the  dependency: 


CREATE(FILE,OUT_FILE,"::); 

FILE_NAME  :*  NAME(FILE);  -  USE_ERROR? 
~  Assumes  that  NAME  will  return  the  name  of 
“  the  external  file 

CLOSE(nLE); 

OPEN(nLE,IN_nLE,FILE_NAME); 

~  NAME_ERROR  may  be  raised  if  the  external 
~  file  ceased  to  exit  as  a  result  of  closing 
~  the  temporary  file. 


-106- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Input-Output 


TOPIC;  CLOSING  SEQUENtlAL  FILES 

Question:  Is  a  file  terminator  placed  at  the  current  position  of  a  sequential  file  when  it 

is  closed? 

Reference:  RM  14.2.1(9)2  -  Implicit 

Index  Terms:  Input-Output,  External  Files 
Rationale: 

NOTE:  THIS  IMPLEMENTATION  DEPENDENCY  HAS  BEEN  MADE  OBSOLETE 
BY  AI-00357.  It  is  included  here  for  completeness. 

Although  it  is  clearly  stated  for  Text_IO  files,  the  RM  fails  to  indicate  if  a  sequential  file 
should  have  a  file  terminator  placed  at  the  current  position  when  the  file  is  closed  (or  reset) 
when  opened  for  output.  AI-00357  states: 

"If  a  sequential  input-output  file  having  mode  OUT_FILE  is  closed  or  reset,  the  most 
recently  written  element  since  the  last  open  or  reset  is  the  last  element  that  can  be  read 
from  the  file.  If  no  elements  have  been  written,  the  closed  or  reset  file  is  empty.  (As  a 
consequence,  opening  a  sequential  input-output  file  with  mode  OUT_FILE  or  resetting  a 
sequential  input-output  file  to  mode  OLTF-ITLE  has  the  effect  of  deleting  the  previous 
contents  of  the  file.)" 

Example: 

Consider  the  following  sequence  of  actions  for  a  sequential  file: 

1.  Create  file  for  output. 

2.  Write  10  elements  into  the  file. 

3.  Close  the  file. 

4.  Open  the  file  for  output. 

5.  Write  5  elements  into  the  file. 

6.  Reset  the  file  for  input. 

7.  Read  elements  until  the  end  of  the  file. 

Step  7  could  read  possibly  read  5  new  values,  plus  5  old  values. 
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TOPIC;  DELETION  OF  SHARED  EXTERNAL  FILES 

Question:  What  is  the  effect  of  attempting  to  delete  a  file  that  is  associated  with  a 

shared  external  file? 

Reference:  RM  14.2.1(13).!  -  Implicit 

Index  Terms:  Input-Ckitput 
Rationale: 

The  effect  of  attempting  to  delete  a  file  that  is  associated  with  an  external  file  that  is 
currently  associated  with  another  file  may  potentially  affect  the  reusability,  and 
transportability  of  a  program  unit. 

Example: 

A  program  that  depends  upon  a  specific  exception  to  be  raised  as  a  result  of  deleting  a 
shared  external  file  may  not  be  transportable  to  an  implementation  that  does  not  raise  the 
same  exceptron.  The  following  code  fragment  illustrates  the  dependency; 

nLE_NAME  :=  EXTERNAL_NAME; 

OPEN  (HLE.!,  IN_nLE,  nLE_NAME); 

OPEN  (FILE_2.  IN_FILE,  FILE_NAME); 

“  Exception  may  be  raised  if  sharing  an  external  file 
“  is  not  supported. 


DELETE  (FILE_1); 

-  Exception  may  be  raised  if  FILE_2  has  not  been  closed. 


READ  (FILE_2,  ITEM); 

—  Exception  may  be  raised  if  DELETE  was  performed. 
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TOPIC;  NAME  OF  AN  EXTERNAL  HLE  ASSOCUTED  WITH  A  TEMPORARY 

FILE 

Question:  What  is  the  effect  of  calling  the  function  NAME  with  a  temporary  file? 

Reference:  RM  14.2.1(21).!  -  Implicit 

Index  Terms:  Input-Output 
Rationale: 

Depending  on  the  effect  of  attempting  to  obtain  the  name  of  the  external  file  associated 
with  a  temporary  file  may  potentially  affect  the  reusability,  and  transportability  of  a 
program  unit. 

Example: 

A  program  that  depends  upon  the  function  NAME  to  obtain  the  name  of  the  external  file 
associated  with  a  temporary  file  may  not  be  reusable  or  transportable  to  an  implementation 
that  does  not  support  the  facility.  Refer  to  CRID  14.2.1(9).!. 
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TOPIC:  UN-INTERPRETABLE  ELEMENTS 

Question:  What  is  the  effect  of  reading  an  element  that  cannot  be  interpreted  as  a 

value  of  the  expected  type? 

Reference:  RM  14.2.2(4).!,  14.2.4(4).!  -  Explicit 

Index  Terms:  Input-Output,  Exceptions 

Rationale: 

Depending  on  the  effect  of  reading  an  element  that  cannot  be  interpreted  as  a  value  of  the 
expected  type  may  potentially  affect  the  reusability  and  transportability  of  a  program  unit. 

Example: 

A  program  unit  that  depends  upon  the  exception  DATA^RROR  to  be  raised  when 
reading  an  element  that  cannot  be  interpreted  as  a  value  of  the  expected  type  may  not  be 
reusable  when  combined  with  a  program  unit  that  is  executed  under  an  implementation  that 
does  not  raise  the  exception.  The  following  code  fragment  illustrates  the  dependency: 

declare 

function  READJDATA  return  ELEMENT_TYPE  is 


begin 


READ  (FILE,  ITEM); 

~  DATAJERROR  is  assumed  to  be  raised 
-  for  un-interpretable  value  for  ITEM, 
return  ITEM; 
end  READ_DATA; 

begin 


ITEM  :=  READ_DATA; 

“  Data  validity  dependent  on  DATA_ERROR. 
exception 

when  DATA_ERROR  =  > 

“  Invalid  data  dependency, 
end; 
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TOPIC:  TERMINATORS 

Question:  What  are  the  effects  of  end  of  a  line,  page,  and  file  terminators  on  the  input 

and  output  of  control  characters? 

Reference:  RM  14.3(7).!  -  Explicit 

Index  Terms:  Input-Output 

Rationale: 

The  use  of  the  effects  of  the  representation  of  line,  page,  and  file  terminators  may 
potentially  affect  the  reusability  and  transportability  of  a  program  unit. 

Example: 

A  program  unit  that  depends  upon  a  specific  representation  for  line,  page,  and  file 
terminators  may  not  be  reusable  when  combined  with  a  program  unit  that  is  executed  under 
an  implementation  that  does  not  support  this  representation. 
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TOPIC:  WAITING  FOR  PAGE  TERMINATORS 

Question:  What  is  the  effect  of  reading  a  line  terminator  from  an  interactive  device 

using  GETJJNE  and  SKIPJLINE? 

Reference:  RM  14.3.4(8).!.  14.3.5(13).!  -  Implicit 

Index  Terms:  Input-Output 

Rationale: 

The  use  of  the  effect  of  reading  a  line  terminator  from  an  interactive  device  may  potentially 
affect  the  reusability  and  transportability  of  a  program  unit.  An  implementation  may 
choose  either  to  wait  for  a  subsequent  page  terminator  or  to  continue  when  the  external  file 
represents  an  interactive  device  and  does  not  contain  page  terminators. 

Example: 

A  program  unit  that  depends  upon  GET_LINE  and  SKIP_LINE  returning  as  soon  as  a  line 
terminator  is"  read  for  an  external  file  that  represents  an  interactive  device  may  not  be 
transportable  under  an  implementation  that  always  checks  for  the  presence  of  a  page 
terminator  followir^  the  line  terminator.  In  such  an  implementation,  additional  input  must 
be  read  before  GE T_LINE  and  SKIP_LINE  can  return. 
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TOPIC;  SHARING  EXTERNAL  FILES 

Question:  What  interactions  are  possible  when  the  same  external  file  is  shared  bv  two 

or  more  file  objects? 

Reference:  RM  14.3.5(3).!  -  Implicit 

Index  Terms:  Input-Output,  Shared  Files 
Rationale: 

AI-00320  states; 

"If  several  file  objects  are  associated  with  the  same  external  file,  some  effects  are 
implementation  dependent." 

Example: 

Since  the  effect  of  sharing  an  external  file  is  not  fully  defined  by  the  Standard,  if  an  external 
file  is'  associated  with  two  sequential  file  oWects  havi^  mode  INJFILE,  a  read  operation 
using  one  of  the  file  objects  could  cause  END_OF.J^LE  to  become  true  for  the  other 
object.  Similarly,  the  data  read  for  one  of  the  file  objects  could  be  affected  by  how  many 
read  operations  have  been  applied  to  the  other  object.  Some  effects  of  sharing  external 
files,  however,  are  specified  explicitly.  In  particular,  14.2(4)  says,  "The  current  index  of  a 
direct  file  is  a  property  of  a  file  object,  not  of  an  external  file."  TTiis  wording  is  intended  to 
mean  that  if  the  same  external  file  is  associated  with  two  direct  file  objects,  each  file  object 
maintains  its  own  current  index  for  purposes  of  reading  and  writing  elements  of  the  external 
file.  A  read  operation  applied  to  one  file  object  will  not  affect  the  current  index  of  the 
other  file  object. 

See  also  14.1(13). 1 
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TOPIC:  BUFFERING  FILE  INPUT  AND  OUTPUT 

Question:  What  is  the  effect  of  file  buffering  on  text  input  and  output  operations? 

Reference:  RM  14.3.6(1).!,  14.3.6(7).!  -  Implicit 

Index  Terms:  Input-Output 
Rationale: 

The  use  of  the  effect  of  file  buffering  may  potentially  affect  the  reusability  and 
transportability  of  a  program  unit.  Implementations  may  buffer  text  so  that  the  result  of  an 
input  or  output  operation  may  be  delayed. 

Example: 

A  program  unit  that  depends  upon  the  immediate  result  of  an  output  operation  may  not  be 
reusable  under  an  implementation  where  the  operation  is  delayed  pending  the  next  input  or 
output  operation.  The  following  code  fragment  illustrates  the  dependency: 


PUT  (CONTROU_CONSOLE,  "Shutdown  Nuclear  Reactor  NOW! "); 

-  Dependency  on  non-buffered  input  so  that 

-  text  is  displayed  in  a  timely  manner. 

delay  SHUTDOWN_PERIOD; 
if  SHUTDOWN_SUCCESSFUL  then 
PUTJLINE  (CONTROL_CONSOLE, "  -  Shutdown  completed"); 
else 

raise  INSURANCE_LIABILITY; 
end  if; 


-114- 


Catalogue  of  Ada  Runtime  Implementation  Dependencies  -  Input-Output 


TOPIC;  END  OF  LINE  AND  END  OF  STRING 

Question:  What  is  the  effect  of  reading  a  line  when  the  end  of  string  coincides  with  the 

end  of  line? 

Reference:  RM  14.3.6(13).!  -  Implicit 

Index  Terms:  Input-Output 
Rationale: 

THIS  IMPLEMENTATION  DEPENDENCY  HAS  BEEN  ELIMINATED  DUE  TO 
AI-00050,  which  states: 

"GETJLINE  reads  characters  until  either  the  end  of  the  string  is  met  or  until 
END_OFJLINE  is  true.  If  the  end  of  the  string  has  been  met,  SKIP_LINE  is  not  called 
even  if  END.OFJLINE  is  true.  In  particular,  no  characters  are  read  if  the  string  is  null." 

The  following  text  is  left  in  the  catalogue  for  completeness: 

The  use  of  the  effect  of  reading  a  line  where  the  end  of  string  coincides  with  the  end  of  line 
may  potentially  affect  the  reusability  and  transportability  of  a  program  unit.  An 
implementation  may  or  may  not  call  SKIP_LINE  under  these  conditions.  (PRIOR  TO 
AI-00050) 

Example: 

A  program  unit  that  depends  upon  the  effect  of  GET_LINE  calling  SKIPJLINE  when  the 
end  of  line  coincides  with  the  end  of  string  may  not  be  transportable  to  an  implementation 
that  does  not  call  SKIPJJNE  under  the  same  conditions.  The  following  code  fragment 
illustrates  the  dependency: 

TEXT_IO.SET_LINE_LENGTH  (TEXT_nLE,  0); 


for  NEXT_STRING  in  TEXT_ARRAY’RANGE  loop 
TEXTJO.PUT_LINE  (TEXT_FILE,  TEXT_ARRAY  (NEXT_STRING), 
LAST); 
end  loop; 


for  NEXT_STRING  in  TEXT_ARRAY’RANGE  loop 
TEXTJO.GETJJNE  (TEXT_FILE,  TEXT.ARRAY  (NEXT_STRING)); 
“  Dependency  on  GETJLINE  calling  SKIPJLINE 

-  if  all  of  the  above  output  strings  are 

-  to  be  input, 
end  loop; 

An  implementation  that  elects  not  to  call  SKIPJLINE  when  the  end  of  string  is  reached 
causes  the  latter  code  fragment  to  input  stiings  only  on  every  other  GETJLINE,  because  a 
GET_LINE  is  used  to  process  each  line  terminator. 
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TOPIC:  REPRESENTATION  OF  NON-GRAPHIC  CHARACTERS 

Question:  What  are  the  effects  of  lO  of  non-graphic  characters? 

Reference:  RM  143.9(6).!  thru  (9)  -  Implicit 

Index  Terms:  Input-Output,  Exceptions 
Rationale: 

NOTE:  THIS  IMPLEMENTATION  DEPENDENCY  IS  EFFECTED  BY  THE 
NON-BINDING  INTERPRETATION  STATED  IN  Al-00239: 

"If  ENUMJIO  is  an  instantiation  of  ENUMERATIONJO  for  a  character  type  that 
contains  a  non-graphic  character,  e.g., 

package  ENUM_IO  is  new  ENUMERATION.!©  (CHARACTER); 

then  for  each  non-graphic  character  (such  as  ASCH.NUL),  ENUMJO.PUT  should  output 
the  corresponding  sequence  of  characters  used  in  the  type  definition  (e.g., 
PUT(ASCILNUL)  should  output  the  string  "NUL"  if  SET  has  the  value  UPPER_CASE  and 
WIDTH  is  less  than  4).  Furthermore,  ENUMJO.GET  should  be  able  to  read  the 
sequence  of  characters  output  by  ENUM_IO.PUT  for  a  non-graphic  character,  returning  in 
its  ITEM  parameter  the  corresponding  enumeration  value. 

Similarly,  the  image  of  a  non-graphic  character  (i.e.,  the  result  returned  for  the  attribute 
designator  IMIAGE)  should  be  the  sequence  of  characters  used  in  the  type  definition  of 
CHARACTER  (e.g.,  CHARACTER1MAGE(ASCII.NUL)  =  "NUL"),  and  ’VALUE 
should  accept  such  a  string  as  representing  the  corresponding  enumeration  value. 

An  implementation  conforms  to  the  Standard  in  this  respect  if  the  result  produced  by 
’IMAGE  for  a  non-graphic  character  is  accepted  by  ’VALUE,  and  if  the  result  (if  any) 
produced  by  PUT  can  be  read  by  GET;  GET  is  also  allowed  to  raise  DATAJERROR  when 
attempting  to  read  any  string  produced  by  PUT  for  a  non-graphic  character. 

This  interpretation  is  non-binding,  i.e,,  implementers  are  encouraged  to  conform  to  it  but 
are  not  required  to  do  so  by  the  validation  tests.  A  future  version  of  the  Standard  may 
incorporate  this  interpretation." 

The  use  of  the  effects  of  reading  a  non-graphic  character  may  potentially  affect  the 
reusability  and  transportability  of  a  program  unit.  The  representation  of  non-graphic 
characters  when  ENUMERATIONJO  is  instantiated  for  the  type  CHARACTER  may 
vary.  Furthermore,  a  non-graphic  character  that  has  been  output  using  PUT  may  raise  the 
exception  DATA^RROR  when  input  using  GET. 
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Representation  of  flon*graphic  characters  (continued) 


Exam  pie: 

A  program  unit  that  depends  u{>on  a  specific  representation  of  a  non-graphic  character  may 
not  be  reusable  when  combined  with  a  program  unit  that  is  executed  under  an 
implementation  that  does  not  support  the  same  representation.  The  following  code 
fragment  illustrates  the  dependency: 

with  TEXT_IO; 

package  ENUMJO  is  new  TEXT_IO.ENUMERATION_IO  (CHARACTER); 

function  IS_NULL  (FILE :  TEXT_IO.FlLEu.TYPE)  return  BOOLEAN  is 
ITEM :  CHARACTER; 
begin 

ENUMJO.GET  (FILE,  ITEM); 

“  DAT A_ERROR  may  occur  in  an  implementation  where 
-  the  function  is  reused  does  not  support  the  input 
'  -  of  non-graphic  characters. 

return  ITEM  =  ASCII.NUL; 

end  IS_NULL; 


TEXTJO.CREATE  (ENUMJTLE,  OUT_FILE,  "NULL_FILE"); 
ENUM_IO.PUT  (ENUM_nLE,  ASCD.NUL); 

“  Output  of  the  null  character  does  not  ^arantee 
“  that  it  can  be  successfully  read  by  a  different 
-  implementation. 

TEXTJO.CLOSE  (ENUMJTLE); 

TEXTJO.OPEN  (ENUMJTLE,  IN_FILE,  "NULL_FILE"); 
NULL_nLE  :=  IS_NULL  (ENUMJTLE); 
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TOPIC:  IMAGE  OF  NON-GRAPHIG  CHARACTERS 

Question:  What  is  the  IMAGE  of  a  non-graphic  character? 

Reference:  RM  Annex  A(18).l  -  Implicit 

Index  I'ernis:  Input-Output,  Attributes 
Rationale: 

This  implementation  dependency  is  effected  bv  the  non-binding  interpretation  stated  in 
AI-00239.  For  the  text  of  this  AI,  refer  to  14.3.9(p).l  in  the  chapter  on  Input-Output  Issues. 

The  RM  does  not  define  the  IMAGE  of  non-graphic  characters;  this  is  left  to  the 
implementation. 

Example: 

The  RM  defines  the  list  of  graphic  characters  in  Section  2.1  on  the  Character  Set.  All  other 
characters  ar6  non-graphic  characters. 

Note: 

Several  of  the  other  predefined  attributes  are  implementation  dependent  in  an  absolute 
sense;  but  they  ^e  not  in  a  relative  sense.  For  example,  PTOSITION  may  be  positive  or 
negative  depending  on  an  implementation;  but  adding  its  value  to  the  starting  address  of  the 
enclosing  record  object  will  always  yield  the  address  of  the  component  P  regardless  of  the 
sign  of  the  POSITION  value.  Should  these  be  added  to  the  list  of  implementation 
dependencies?  The  others  include:  ADDRESS,  FIRST_BIT,  LAST_BIT, 
MACHINE_EMAX,  MACHINE_EMIN,  MACHINEJVIANTISSA,  MACHINE_RADIX, 
STORAGE_SIZE,  and  STORAGE_SIZr. 

See  also  14.3.9(6).! 
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Chapter  12 
Other  Issues 

TOPIC:  ALLOWABLE  CHARACTERS  IN  COMMENTS 

Question:  Are  characters  other  than  the  7-bit  ISO  set  allowed  in  comments? 

Reference:  RM  2.1(1).!  and  2.7(1)  -  Implicit 

Index  Terms:  Comments,  Character  Set 
Rationale: 

Al-00339  indicates: 

"An  implementation  is  allowed  (but  not  required)  to  accept  an  extended  character  set  (i.e., 
graphic  characters  whose  codes  do  not  belong  to  the  ISO  seven-bit  coded  character  set  (ISO 
standard  646))  as  long  as  the  additional  characters  appear  only  in  comments." 

Example: 

The  8-bit  character  set  makes  it  possible  to  write  comments  in  other  than  the  English 
language. 
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TOPIC:  PRAGMAS,  EXPRESSIONS  WITHIN 

Question:  What  is  the  meaning  of  identifiers  and  operations  within  implementation 

defined  pragmas? 

Reference:  RM  2.8(7).  1  -  Implicit 

Index  Terms:  PRAGMA 
Rationale: 

Al-OOOlO  indicates:  "If  a  name  given  in  a  pragma  argument  is  both  visible  at  the  place  of 
the  pragma  and  an  identifier  specific  to  the  pragma,  the  meaning  of  the  name  depends  on 
the  pragma. 

An  operation  given  in  a  pragma  argument  must  be  either  visible  at  the  place  of  the  pragma 
or  have  a  meaning  that  is  specific  to  the  pragma.  If  the  operation  is  both  visible  at  the  place 
of  the  pragma  and  has  a  meaning  that  is  specific  to  the  pragma,  the  chosen  meaning 
depends  on  the  pragma. 

For  an  implementation-dependent  pragma,  the  meaning  of  an  expression  given  as  an 
argument  depends  on  the  pragma." 

Example: 

CUR_LINE :  INTEGER  :  =  4;  pragma  AJLIGN_PAGE  (CUR_LINE  +  3); 

^  implementation  can  specify  that  the  meaning  of  CUR_LINE  is  implementation-defined 
if  CUR_LINE  is  not  a  visible  name;  the  implementation  could  further  specify  that  if 
CUR_LINE  is  a  visible  name,  the  visible  meaning  is  used  in  preference  to  the 
implementation-defined  meaning,  or  vice  versa. 

Further,  is  the  predefined  "  +  "  operation  used  or  is  a  visible  "  +  "  operator  used,  or  even  an 
implementation-defined operation? 
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TOPIC;  IMPLEMENTATION-DEFINED  ATTRIBUTES 

Question:  What  attributes,  in  addition  to  those  in  Annex  A,  does  the  implementation 

support? 

Reference:  RM  4. 1.4(4).  1  -  Explicit 

Index  Terms:  Attributes 
Rationale: 

New  attributes  provided  by  an  implementation  may  provide  values  that  are  unique  to  the 
runtime  environment  of  that  implementation. 

Example: 

An  implementation  may  provide  several  additional  addressing  attributes  that  extract  the 
base  roister  and  displacement  components  of  an  address,  namely,  A’BASE_REGISTER 
and  A’DISPLACEMeNT.  These  attributes  would  then  be  applied  to  the  value  produced  by 
the  At)DRESS  attribute,  as  these  examples  show: 

...X’ADDRESS’BASE_REGISTER...~  produces  the  base  register  number 
...X’ADDRESS’DISPLACEMENT...  -  produces  the  displacement  value 

Such  attributes  may  not  be  found  in  other  implementations. 
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TOPIC:  VALUE  OF  SCALAR  OUT  PARAMETERS 

Question:  For  subprograms  that  do  not  update  scalar  out  parameters,  what  is  the 

value  upon  return  from  the  subprogram? 

Reference:  RM  6.2(5).  1  -  Explicit 

Index  Terms:  Subprogram  Parameters,  Undefined  Values 

Rationale: 

The  RM  states  that  the  value  of  a  scalar  out  parameter  that  is  not  updated  by  the  called 
subprogram  is  undefined  upon  return.  There  are  several  different  actions  a  compiler  may 
take  in  this  situation,  each  resulting  in  a  different  runtime  behavior  of  the  program.  Some  of 
the  possible  actions  include: 

a)  copy  back  whatever  bit  pattern  is  in  the  stor^e  location  associated  with 
the  parameter  (possibly  causing  a  CONSTRAINT JERROR  exception), 

'  b)  omission  of  the  copy-back  operation, 

c)  raise  the  PROGRAM_ERROR  exception  at  runtime  due  to  referencing 
an  uninitialized  formal  parameter. 

In  addition,  a  compile-time  diagnostic  message  could  be  generated.  It  may  not  be  possible 
to  detect  all  instances  of  unreferenced  out  parameters  prior  to  program  execution. 

Example: 

In  the  following  code  fragment,  the  actual  parameters  associated  with  A  and  B  may  not  be 
referenced;  however,  there  is  no  guarantee  that  their  respective  values  will  remain  the 
same. 

procedure  P  (A :  out  POSITIVE;  B :  out  POSITIVE)  is 
LOCAL :  POSITIVE; 
begin 

"if  SOME_GLOBAL_BOOLEAN  then 
“  Only  reference  to  formal  parameters. 

A  :=  LOCAL; 

B:=  LOCAL  +  1; 
end  if; 
end  P; 

X:=  Y; 

P  (X,  Y); 
if  X  =  Y  then 

"  Result  of  conditional  expression  is  unpredictable, 
end  if; 
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TOPIC:  PACKAGE  STANDARD 

Question:  Is  a  single  package  STANDARD  implied  for  the  compilation  of  a 

distributed  Aoa  program? 

Reference:  RM  8.6(l).l  -  Implicit 

Index  Terms:  Package  STANDARD 

Rationale: 

The  support  of  heterogeneous  distributed  processors  may  depend  upon  the  availability  of 
multiple  versions  of  the  package  STANDARD. 

Example: 

A  compilation  system  that  targets  both  a  MI1^STD-1750A  and  an  INTEL  80386, 
communicating  over  a  common  bus,  should  have  two  very  different  package  STANDARDS. 
This  is  because  of  the  difference  in  word  sizes,  addresses,  etc. 


TOPIC:  MAIN  PROGRAM  INITIATION 

Question:  What  conventions  are  established  by  the  environment  task  prior  to 

execution  of  the  main  program? 

Reference:  RM  10.1(8).!  -  Explicit 

Index  Terms:  Program  Initiation 

Rationale: 

The  user  may  require  knowledge  of  what  state  was  established  for  the  environment,  and 
what  resources  are  available  to  the  user. 

Example: 

The  environment  may  initiate  program  execution  with  interrupts  enabled  or  disabled. 
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TOPIC:  MAIN  PROGRAM  PARAMETERS  AND  RESULTS 

Question:  What  restrictions  are  placed  on  the  parameters  and  results  of  a  main 

program? 

Reference:  RM  10.1(8).2  -  Explicit 

Index  Terms:  Program  Initicaion,  Subprogram  Parameters 

Rationale: 

A  parameterless  procedure  is  capable  of  being  a  main  program,  but  other  types  of 
subprograms  may  oe  main  programs  also.  The  facilities  provided  for  a  main  program  to 
receive  information  from  its  external  environment  and  to  return  information  back  affect  the 
design  of  systems. 

Example: 

The  external  environment  may  have  a  convention  where  a  set  of  state  variables  is  presented 
to  each  maih  program  to  be  updated.  These  state  variables  are  supplied  as  in  out 
parameters  of  all  main  programs.  Alternatively,  an  external  environment  may  have  a 
convention  that  all  main  programs  must  return  a  mnction  value  as  a  status  code. 


TOPIC:  ELABORATION  PRIOR  TO  PROGRAM  EXECUTION 

Question:  To  what  extent  is  elaboration  accomplished  prior  to  execution? 

Reference:  RM  10.5(2).2  -  Implicit 

Index  Terms:  Static  Allocation,  Program  Initiation,  Elaboration 
Rationale: 

Code  explicitly  generated  to  accomplish  elaboration  generally  constitutes  overhead  that 
might  be  avoided  through  the  creation  of  pre-elaborated  values  for  program  variables  and 
constants. 

Example: 

package  PACKl  is 
C  :  constant  INTEGER  :  =  6; 
end  PACKl; 

In  this  case  there  might  be  no  overhead  involved  in  the  elaboration  of  the  object  C. 
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TOPIC:  ASSIGNMENT  STATEMENT  CONSTRAINT  CHECKING 

Question:  In  an  assignment  statement,  is  the  check  that  is  made  to  determine  if  the 

value  of  an  expression  belongs  to  the  subtype  of  the  target  variable  ever 
made  prior  to  the  complete  evaluation  of  the  expression? 

Reference:  RM  11.6(4).!  -  Explicit 

Index  Terms:  Runtime  Checks,  Exceptions,  Order  Dependence 

Rationale: 

Although  the  RM  states  that  the  value  of  the  expression  is  checked  against  the  subtype  of 
the  variable  after  the  expression  is  evaluated,  an  optimizer  can  perform  the  subtype  check 
earlier.  RM  11.6(4)  allows  predefined  operations  in  assignment  statements  to  be  evaluated 
as  soon  as  possible,  and  the  act  of  checking  a  discriminant  constraint  or  array  length 
involves  the  use  of  predefined  equality  operations. 

Due  tg  the  explicit  wording  in  section  5.2(3)  some  confusion  may  exist  about  what  behavior 
can  ex'ist.  If  a  user  is  not  familiar  with  Chapter  11,  they  may  not  be  aware  of  possible 
optimizations  which  supersede  5.2(3).  Transporting  software  may  also  cause  problems  to 
appear  that  are  difficult  to  isolate  in  the  absence  of  information  on  what  optimizations  are 
done  with  constraint  checking. 

Example: 


type  ARR  is  array  (INTEGER  range  <> )  of  INTEGER; 
type  REC  (D  :  INTEGER)  is 
record 

X :  INTEGER; 
end  record; 

ARR_V  :ARR(1..3); 

REC_V  :  REC  (3); 

GLOBAL :  INTEGER  :=  1; 

function  F  return  INTEGER  is 
begin 

CfLOBAL  :=  GLOBAL  +  1; 
return  GLOBAL; 
end  F; 

ARR_V:=  (1..4  =>  F); 

REC_V  :=  (D  =  >  4,  X  =  >  F); 

F  need  not  be  invoked  in  either  of  these  assignments  since  in  the  first  assignment,  the  length 
of  the  array  value  can  be  determined  to  exceed  the  length  of  ARR_V  prior  to  evaluating  F, 
and  similarly,  in  the  second  assignment,  the  discnminant  of  the  aggregate  can  be 
determined  to  be  unequal  to  the  discriminant  of  REC_V  before  F  is  invoked.  In  both  cases, 
CONSTRAINT_ERROR  can  be  raised  before  F  is  evaluated.  Consequently,  GLOBAL 
can  have  the  value  1  when  an  exception  handler  is  entered. 
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TOPIC:  SHARED  CODE  FOR  GENERICS 

Question:  Are  generics  implemented  using  shared  code? 

Reference:  RM  12.3(5).!  -  Implicit 

Index  Terms:  Optimization  (Space) 

Rationale: 

If  each  implementation  of  a  generic  unit  requires  its  own  separate  instance  of  the  generated 
code,  a  program  may  use  more  space  than  if  the  same  code  is  reused  (to  the  extent 
applicable)  for  each  instantiation.  Conversely,  there  may  be  an  execution  time  penalty  for 
certain  types  of  code  sharing.  The  criteria  used  for  code  sharing  and  the  ways  to  affect  the 
degree  of  code  sharing  should  be  known  to  the  user. 

Example: 

If  a  user  writes  a  generic  simple  sort  and  then  instantiates  it  for  five  different  integer  types, 
the  executable  image  size  and  execution  performance  are  likely  to  be  affected  by  the 
choices  made  by  the  compiler  as  to  whether  it  generates  five  integer  sorts  (and  potentially 
many  others  for  different  types).  In  some  situations  where  the  generic  is  very  small  and 
time  is  critical,  the  user  may  prefer  to  have  multiple  copies  of  the  code.  In  other  instances, 
particularly  if  the  generic  is  very  large,  the  user  may  prefer  the  time  penalty  if  a  single  copy 
of  the  generic  instantiation  is  created. 


TOPIC:  EXPRESSIONS  IN  REPRESENTATION  CLAUSES 

Question:  What  is  the  interpretation  of  expressions  that  appear  in  representation 

clauses? 

Reference:  RM  13.1(10).l  -  Explicit 

Index  Terms:  Representation  Clauses 
Rationale: 

The  interpretation  of  the  expressions  that  appear  in  representation  clauses  may  affect  the 
portability  of  the  user's  code. 

Example: 

An  implementation  may  have  a  convention  that  distinguishes  the  value  of  an  expression  as  a 
virtual  address  or  as  a  physical  address. 
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TOPIC:  ACCEPTANCE  OF  REPRESENTATION  CLAUSES 

Question:  What  representation  clauses  are  accepted  by  an  implementation? 

Reference:  RM  13.1(10).2  -  Explicit 

Index  Terms:  Representation  Clauses 
Rationale: 

If  a  program  iiicludes  representation  clauses  that  are  not  accepted  by  a  particular 
implementatioii,  this  will  cause  that  program  to  be  illegal  on  that  implementation.  This 
would  affect  the  portability  of  that  program. 

Example: 

An  implementation  may  not  accept  any  representation  clauses. 


TOPIC:  PACKING  ALGORITHM  FOR  THE  PRAGMA  PACK 

Question:  What  is  the  algorithm  used  for  minimizing  the  space  between  components 

of  a  type  specined  in  the  pragma  PACK? 

Reference:  RM  13.1(12).!  -  Implicit 

Index  Terms:  Representation  Clauses,  Optimization  (Space) 

Rationale: 

The  RM  defines  packing  to  mean  that  the  gaps  between  the  storage  areas  allocated  to 
consecutive  components  of  record  or  array  types  should  be  minimized.  Yet  from  one 
implementation  to  another  even  on  the  same  underlying  system  the  size  of  the  gaps  may  be 
different.  The  algorithm  to  implement  PACK  detenmnes  its  utility  on  a  large  number  of 
applications. 

Example: 

Consider  a  pair  of  components  that  are  three  bits  and  six  bits  in  length  on  a 
byte-addressable  machine.  The  second  component  may  be  allocated  at  the  fourth  bit  of  the 
first  byte  or  the  first  bit  of  the  second  byte. 
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TOPIC:  ADDITIONAL  REPRESENTATION  PRAGMAS 

Question:  What  additional  representation  pragmas  are  provided  by  the 

implementation? 

Reference:  RM  13.1(13).l  -  Explicit 

Index  Terms:  Representation  Clauses 
Rationale: 

For  certain  applications,  implementation-defined  pragmas  may  be  necessary  to  support 
special  requirements. 

Example: 

An  implementation  may  define  a  representation  pragma  that  allows  the  user  to  select  from 
several  representations  of  a  subprogram,  such  as  tor  non-reentrant  subprograms. 

TOPIC:  EXPRESSIONS  IN  ENUMERATION  REPRESENTATION  CLAUSES 

Question:  What  are  the  limitations  on  expressions  that  appear  in  enumeration 

representation  clauses? 

Reference:  RM  13.3(1).!  -  Implicit 

Index  Terms:  Representation  Clauses 

Rationale: 

The  RM  defines  that  the  interpretation  of  the  expressions  that  appear  in  representation 
clauses  is  implementation  dependent.  These  interpretations  are  documented  in  Appendbc  F 
of  the  RM. 

Example: 

An  implementation  may  have  a  convention  that  only  allows  unsigned  integers  to  represent 
enumeration  literals. 
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TOPIC;  LIMITATIONS  ON  RECORD  ALIGNMENTS 

Question:  What  are  the  restrictions  on  the  allowable  alignments  for  record 

representation  clauses? 

Reference:  RM  13.4(4).!  -  Explicit 

Index  Terms:  Representation  Clauses 

Rationale: 

The  RM  defines  that  an  implementation  is  permitted  to  place  restrictions  on  the  allowable 
alignments  for  record  representation  clauses.  These  restrictions  are  documented  in 
Appendix  F  of  the  RM. 

Example: 

Due  to  hardware  restrictions  an  implementation  mav  require  that  all  record  representation 
clauses  have  an  alignment  that  places  them  on  word  boundaries. 


TOPIC:  ORDERING  OF  BITS  IN  RECORD  REPRESENTATION  CLAUSES 

Question:  What  is  the  ordering  of  bits  of  storage  units  in  component  clauses  within 

record  representation  clauses? 

Reference:  RM  13.4(5).  1  -  Explicit 

Index  Terms:  Representation  Clauses 

Rationale: 

The  RM  does  not  specify  if  the  "first  bit  of  a  storage  unit"  refers  to  the  least  or  most 
significant  bit.  Furthermore,  it  defines  that  the  ordering  of  bits  in  storage  units  is  machine 
dependent.  The  ordering  of  bits  may  affect  the  range  of  values  used  in  component  clauses 
within  record  representation  clauses. 

Example: 

On  some  computer  systems  the  most  significant  bit  is  the  zeroth  bit  while  on  others  the  least 
significant  bit  is  the  zeroth  bit.  Alternatively,  bits  are  sometimes  numbered  starting  at  one. 
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TOPIC:  NAMES  OF  IMPLEMENTATION-DEPENDENT  RECORD 

COMPONENTS 

Question:  What  are  the  conventions  used  for  any  implementation  dependent 

components  generated  in  records? 

Reference:  RM  13.4(8).  1  -  Explicit 

Index  Terms:  Records 

Rationale: 

An  implementation  may  generate  names  for  implementation-dependent  components  that 
are  added  to  a  record.  To  select  storage  places  for  these  implementation-d^endent 
components  in  component  clauses,  it  is  necessary  to  know  the  naming  conventions  for  these 
components. 

Example: 

An  implementation  may  add  an  implementation-dependent  component  to  hold  the  offset  of 
another  component  within  the  record  layout. 


TOPIC:  EXPRESSIONS  IN  ADDRESS  CLAUSES 

Question:  What  is  the  interpretation  of  expressions  that  appear  in  address  clauses? 

Reference:  RM  13.5(3).l  -  Explicit 

.Index  Terms:  •  Representatiorh  Clauses  *  •  .  .  •  . 

Rationale: 

The  RM  defines  that  the  interpretation  of  the  expressions  that  appear  in  address  clauses  is 
implementation  dependent.  These  interpretations  are  documented  in  Appendix  F  of  the 
RM. 

Example: 

An  implementation  may  have  a  convention  that  distinguishes  the  value  of  an  expression  as 
an  admess  of  a  storage  location  or  as  an  address  of  machine  register. 
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TOPIC;  OVERLAYS 

Question:  What  is  the  effect  of  using  address  clauses  for  overlaying  objects,  program 

units,  or  interrupts? 

Reference:  RM  13.5(8).!  -  Explicit 

Index  Terms;  Representation  Clauses,  Erroneous  Execution 

Rationale: 

The  RM  defines  that  any  program  using  address  clauses  to  achieve  the  overlaying  of 
objects,  program  units,  or  interrupts  is  erroneous.  An  implementation  may  provide  some 
detection  of  this  erroneous  situation,  either  at  compile-time  or  at  run-time. 

Example: 

An  error  message  at  compile-time  would  be  very  useful  in  drawing  attention  to  this 
hard-to-find  error. 

TOPIC:  DEFINITION  OF  PACKAGE  SYSTEM 

Question:  What  is  the  definition  of  package  SYSTEM? 

Reference:  RM  13.7(2).  1  -  Explicit 

Index  Terms:  Package  System  ^ 

Rationale: 

This  is  information  that  is  basic  for  many  applications. 

Example: 

The  information  is  critical  to  developing  very  target  dependent  code,  such  as  I/O  device 
drivers  or  operating  systems. 
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TOPIC;  MEANING  OF  THE  ADDRESS  REPRESENTATION  ATTRIBUTE 
Question:  What  is  the  meaning  of  the  ADDRESS  representation  attribute? 

Reference:  RM  13.7.2(3).!  -  Implicit 

Index  Terms:  Attributes 
Rationale: 

For  systems  programming  applications  it  is  important  to  know  the  meaning  for  the 
ADDRESS  attribute  for  various  objects. 

Example: 

Consider  the  object  of  an  access  variable  X.  What  is  the  value  of  X.ALL’ ADDRESS  when 
allocated  objects  may  include  additional  storage  for  internal  storaM  links?  If  the  storage 
links  are  placed  at  the  beginning  of  the  allocated  object,  the  ADDRESS  attribute  may  point 
to  the  storage  link  as  opposed  to  the  actual  value  of  the  allocated  object. 


TOPIC:  DEFINITION  OF  OTHER  REPRESENTATION  ATTRIBUTES 

Question:  What  is  the  actual  definition  of  the  attributes:  POSITION,  FIRST.BIT, 

LAST_Brr  and  STORAGE.SrZE? 

Reference:  RM  13.7.2(5).!,  13.7.2(8-14).!  -  Implicit 

Index  Terms:  Attributes 

Rationale: 

The  meaning  for  these  attributes  are  unchanged  from  one  implementation  to  another.  But 
the  actual  vmues  of  these  attributes  may  change  from  one  implementation  to  another.  Use 
of  these  attributes  should  be  isolated  to  implementation  or  machine  dependent  program 
units. 

Example: 

For  the  same  record  type  R  and  the  same  component  C  of  R,  the  value  of  R.CPOSITION 
may  be  different  from  one  implementation  to  another. 
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TOPIC:  ELABORATION  CHECKS  FOR  INTERFACED  SUBPROGRAMS 

Question:  Are  elaboration  checks  performed  for  subprograms  provided  via  the 

INTERFACE  pragma? 

Reference:  RM  13.9(3).!,  3.9(5)  -  Implicit 

Index  Terms:  Elaboration,  Runtime  Checks 

Rationale: 

AI-00180  states: 

"If  a  subprogram  is  named  in  an  INTERFACE  pra^a,  no  check  need  be  made  that  the 
subprogram  TOdy  has  been  elaborated  before  it  is  called." 

Since  no  Ada  body  is  provided  for  such  a  subprogram,  it  is  implementation  dependent  as  to 
whether  or  not  the  body  need  be  elaborated.  In  some  implementations  it  may  be  necessa^ 
to  elaborate  a  non-Ada  body,  and  therefore  elaboration  checks  (possibly  resulting  in 
PROGRAM_ERROR)  could  oe  performed. 

Example: 

It  may  be  possible  to  get  a  PRCXjRAMJERROR  when  calling  a  subprogram  that  has  a 
body  provided  with  the  INTERFACE  pragma. 


TOPIC:  INTERFACE  TO  OTHER  LANGUAGES 

Question:  Is  the  pragma  INTERFACE  supported  and  how  is  this  interface  supported? 

Reference:  RM  13.9(4).  1  -  Explicit 

Index  Terms:  Optimization,  Foreign  Langfiages 

Rationale: 

This  is  critical  feature  for  reusing  existing  software  in  other  languages.  While  the  RM  only 
describes  thu  feature  with  respect  to  the  calling  conventions  to  non-Ada  software,  an 
implementation  will  need  to  consider  the  implications  of  interfacing  to  these  routines  on 
other  features  of  the  Ada  language. 

Example: 

An  implementation  will  need  to  consider  how  an  error  that  occurs  when  the  non-  Ada 
subprogram  is  executing  is  handled  by  the  calling  Ada  program. 
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TOPIC;  RESTRICTIONS  ON  UNCHECKED  TYPE  CONVERSIONS 

Question:  What  restrictions,  if  any,  are  imposed  on  unchecked  type  conversions  by  the 

implementation? 

Reference:  RM  13.10.2(2).!  -  Explicit 

Index  Terms:  Type  Conversions 

Rationale: 

The  RM  permits  an  implementation  to  place  restrictions  on  unchecked  type  conversions. 
Example: 

An  implementation  may  not  permit  unchecked  type  conversions  altogether,  or  it  may  limit  it 
to  types  whose  sizes  are  the  same. 

TOPIC:  PRAGMA  INTERFACE 

Question:  What  programming  languages  (including  various  versions)  are  supported  by 

the  pragma  INTEl^ACE? 

Reference:  RM  Annex  B(5).l  -  Explicit 

Index  Terms:  Optimization  (Time),  Foreign  tankages 

Rationale: 

The  RM  allows  an  implementation  to  interface  Ada  programs  to  non-Ada  subprograms 
through  this  pra^a  but  it  does  not  define  which  languages  those  may  be.  That  is  left  up  to 
the  implementation. 

Example: 

An  implementation  which  is  available  for  a  general-purpose  computer  that  has  FORTRAN, 
COBOL,  and  PASCAL  may  support  the  INTEVtFACE  pragma  for  any  one  of  these 
languages  or  none. 
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TOPIC;  PRAGMA  INTERFACT 

Question:  What  restrictions  does  the  implementation  place  on  the  pragma 

INTERFACE? 

Reference:  RM  Annex  B(5).2  -  Explicit 

Index  Terms:  Optimization  (Time),  Foreign  Languages 

Rationale: 

The  RM  does  not  require  that  all  implementations  provide  this  pragma.  An 
implementation  may  place  restrictions  on  the  ^owable  forms  and  places  of  parameters  and 
calls. 

Example: 

An  implementation  may  require  that  all  such  calls  to  non-Ada  programs  through  the  use  of 
the  pragma  INTERFACE  be  made  only  at  the  top  level  of  the  application,  such  as  a  library 
unit  or  the  main  subprogram. 


TOPIC:  DURATION  REPRESENTATION 

Question:  What  is  the  representation  of  the  predefined  type  DURATION? 

Reference:  RM  Annex  C(19).l  -  Implicit 

Index  Terms:  Time,  Duration  .  . 

Rationale: 

An  implementation  is  free  to  choose  the  range  and  accuracy  of  values  for  the  predefined 
type  DURATION,  within  the  restrictions  that  it  must  represent  at  least  86400  seconds  and 
that  DURATION’SMALL  must  not  be  greater  than  20  milliseconds. 

Example: 

To  comply  with  the  language  defined  constraints  on  DURATION,  it  takes  24  bits  of 
accuracy  to  represent  values  of  DURATION.  If  the  target  machine  hardware  can  support 
32-bit  fixed  point  arithmetic,  an  implementation  may  choose  to  support  finer  gradients  of 
time. 
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